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145 Technology Park/Atlanta, Norcross, Georgia 30092-2979, (404) 449-5800

September 24, 1987
RMIV-REM-87-445
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Ms. Beverly Houston

U. S. Environmental Protection Agency
Region IV

345 Courtland Street, N.E.

Atlanta, Georgia 30365

Dear Ms. Houston:

Subject: REM III - EPA CONTRACT NO. 68-01-7250
W. A. NO. 128-4N43; LEE'S LANE LANDFILL
TRANSMITTAL OF BASIS OF DESIGN REPORT

Enclosed are two copies of the Basis of Design Report for slope protection
at the Lee's Lane Landfill. The report contains:

o Basis of Design
o Design Calculations
o Design Drawings and Specifications

Please call Keith Kessler at (404) 662-2215 or me at (404) 662-2378, if you

have any questions regarding the report.
s;fv?&

Very truly yours,

: i/
Mi{:’hael A, Szom//

Regional Manage
Region IV

MAS /KAK /nd
Enclosure

cc: M. K. Yates

M. Amdurer

A. O'Rear
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1.0 INTRODUCTION

Ebasco REM III Team has prepared this Basis of Design (BOD) Report for
the design of the Bank Protection Control for the Lees Lane Landfill.
The Site is located in an area adjacent to Ohio River in Jefferson
County, approximately 4.4 miles southwest of Louisville, Kentucky. The
Bank Protection Control is part of Alternative 3 (a total of 6
alternatives were defined) in the "Final Remedial Investigation and
Feasibility Study of Alternatives, Lees Lane Landfill Site, Jefferson
County, Kentucky, EPA WA No. 46-4143."

This submittal has been prepared for the United States Environmental
Protection Agency (USEPA) Region IV under work assignment Number
128-4N43, EPA Contract Number 68-01-7250.

Following this introduction, the report 1s presented in three major

sections:

o Section 2.0 is the "Basis of Design.” The section begins with a
discussion of the requirements of the "Enforcement Decision
Document.” This subsection includes the objective of the design
and the approach to the design. The remaining subsections
describe in detail the criteria and data that form the basis for
the selection and design of the filter blanket, riprap for bank
protection, and the stability analysis for the bank slope. Also
included is a discussion of the riprap limits and other
miscellaneous design considerations. The final subsection notes

exceptions to the design as recorded during the design phase.
o Appendix A contains the "Design Calculations.” Calculations were
prepared for sizing the filter material and riprap and for

analyzing the stability of the river bank slope.

o Appendix B contains the "Final Design.” The design documents
consist of the earthwork specification and the design drawings.
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2.0 BASIS OF DESIGN (BOD)

This Basis of Design (BOD) report presents the details that include
the criteria, methodology, and data source for the design of the Bank
Protection Control.

A major data source for the BOD was the feasibility report entitled
"Final Remedial Investigation and Feasibility Study of Alternatives,
Lees Lane Landfill Site, Jefferson County, Kentucky, EPA WA No.
46-4143", (hereinafter termed Feasibility Study Report). Other data
included state and federal guides and input from the local U.S. Corps
of Engineers (through the Emergency Response and Control Section).
Site-specific data included an aerial and land survey, soil and rock

grain size distribution curves, and on-site test sections.

Specific references are presented with the appropriate design

calculations.

2.1 Enforcement Decision Document

A final Enforcement Decision Document (EDD) documenting the
rationale for selection of Alternative 3 (one of six alternatives
considered) as the preferred remedial measure was signed by the

EPA Regional Administrator for Region IV on September 25, 1986.

As described in the EDD, the selected remedy includes the

following seven work items:

1. Provision for a properly operating gas-collection system.

2. Consideration of a possible future alternate water supply.

3. Cleanup of surface waste areas.

4. Bank protection controls.

5. Establishment of Alternate Concentration Limits (ACL) for the

groundwater at the site.
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Institutional controls, which will be fully identified during
remedial design, will be implemented. These controls may
include, but will not be limited to:

-

b.

cautionary signs

ingtallation of a gate at the Putnam Street access point

Operation and Maintenance (0&M) activities which will include:

a.
b.

groundwater, gas, and air monitoring
periodic inspection of the gas monitoring wells, gas
collection system, capped waste areas, and the riprap

along the Ohio River bank.

This BOD Report addresses the work items as described in the EDD,

Item No. 4, Bank Protection Control, for which Ebasco Services

Incorporated performed engineering, analysis, and deéign. The

report specifically identifies the basis of design for the bank

protection control system.

2.1.1

2.1.2

Remedial Design Objective

The objective of the bank protection design is to provide
a stable bank adjacent to the landfill. The stable river
bank is necessary to prevent slope erosion which would
encroach on the landfill.

Remedial Design Approach

In order to support the construction efforts of the EPA
Emergency Response and Control Section (ERCS), the
remedial design was performed during the initial phases of
construction. The design was, therefore, closely
coordinated with the ERCS. Significant input to the
design was provided through the ERCS by sources such as
the U.S. Corps of Engineers. Coordination with the ERCS
was primarily provided by assigning an Ebasco design
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2.2

engineer to the project site. As the conceptual design
was developed, detailed analysis was performed in Ebasco's
offices in order to verify and finalize the design. The
analyses consisted of slope stability studies and analysis
and design of the filter blanket and riprap river bank

protection.

Establishment of Riprap Limits

In the Feasibility Study Report, the Landfill Site had been divided
into three tracts: the Northern tract, the Central tract and the
Southern Tract. The initial effort in defining riprap limits was to
observe test pits in each tract. From the test pits, it was
determined that there was little, if any, landfill material in the
northern tract. The landfill material was found to be concentrated
in the central tract with some encroachment on to the southern

tract. Additional site investigation indicated the following:

o] Landfill material was observed on the river bank in the central
tract.
o The Landfill material observed in the southern tract was set

back from the river bank.
o The trees and vegetation in the northern and southern tract
were larger and more established than in the central tract.
o The drainage feature between the southern and central tract

provides a natural break between the tracts.

Based on this information, with no visual evidence of land fill
material close to the river banks at the northern and southern
tracts and the indication of established mature vegetation in these
two regions, it was decided to limit the horizontal extent of the

riprap to the boundaries of the central tract.



Apparent erosion on the river bank of the southern tract will
require appropriate periodic inspection and monitoring and is

addressed in the operation and maintenance plan for the project.

The upper limit of the riprap was set at the approximate natural
crest of the river bank slope. As the project site grading
continued and the new embankment slopes were established, the
existing river bank crest leveled at nominal elevation 440 ft (Mean

Sea Level) as observed by the design engineer.

The lower limit of the riprap was established with a four feet thick
layer of the larger riprap on the river bank slope extending 10 to
15 feet out from the waterline at the river bank. Input was
obtained from the U.S. Army Corps of Engineers to determine this

limit. This limit was based on the normal river pool elevation.

2.3 Riprap and Filter Blanket Design for Bank Protection

The design criteria for the filter blanket and riprap design was
based on federal and state standards and local experience. These

standards and practices deemed applicable are listed as follows:

Federal

- U.S. Army Corps of Engineers, Engineering Manual, Part XIII,
Chapter 2

- U.S. Army Corps of Engineers, Waterways Experiment Station,
Technical Memorandum No. 183-1

- U.S. Bureau of Reclamation, "Design of Small Dams”

- U.S. Department of Transportation, "Hydraulic Engineering,”
Circular No. 11
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State

- Kentucky Department of Tramsportation, Bureau of Highways
Frankfort Standard Specifications for Road and Bridge

Construction

Others

- Harry R Cedergren, "Seepage, Drainage and Flownet,” John Wiley

and Sons, Inc.

- James L Sherand, Richard J Woodward, Stanley F Gizienski,
"Earth and Earth-Rock Dams,” John Wiley and Soms, Inc.

- George B Sowers and George F Sowers, "Introductory Soil
Mechanics and Foundations,” MacMillan Publish Co.

- William A Cutter, Robert C Waterman, "Riprap Design for the
Ohio River," Proceeding of 15th Ohio River Valley Soils Seminar.

- Grain size distribution test results by Law Engineering and NUS
Corporation for Lee's Lane Landfill Site, Jefferson County,
Kentucky.

The riprap design was performed in accordance with the following criteria:

0235C

- Mean flow velocity based on the 100-year flood condition of the
Ohio River at the City of Louisville, Kentucky

- Size of riprap was determined by the relationship of the mean
velocity against the stone, the ratio of 50 percent stone size
to the depth of flow and the unit weight of stone. The riprap
sizing followed the procedure as stipulated in "Hydraulic
Engineering Circular No. 11, U.S. Department of Transportation



- The design of the filter blanket for riprap was performed in
accordance with the following criteria:

Criterion Sources

U.S. Army Corp of Engineers

(1) D15 (filter material) . 5 U.S. Dept of Transportation
D85 (protected soil) Cedergren
Sowers

(2) D15 (filter material)> 5

DI5 (protected soil) *~ Cedergren
Sowers
(3) D50 (filter material) . 25 Cedergren

D50 (protected soil)fg

2.4 Stability Analysis for River Bank Slope

The conventional static Simplified Bishop slip-circle stability
analysis was performed for the river bank slope stability to
investigate its long- term and short-term performance of the slope.
The soil parameters used for long term stability analysis were based
on the drained shear strength of the subsoil materials. Undrained
shear strength was used for the short-term stability analysis.

The criteria for minimum acceptable factors of safety used were as

follows:
Minimum Factor Model
of Safety Conditions
1.5 Long-term Static
1.3 Short-term Static

The model and parameters used for the Slope Stability analysis were

based on the following sources of information:

- "Topographic Survey Map,” by Horne Engineering Inc. of
Nicholasville, Kentucky, July 1987

- "Foundation Analysis and Design,” J E Bowles, McGraw Hill Book Co.
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- "Final Remedial Investigation and Feasibility Study of
Alternatives, Lees Lane Landfill Site, Jefferson County, Kentucky,"
Vol. I, II & III, April, 1986

o Figure 3-7 "Landfill Boundary”

o Figure 3-9 "Area Used to Calculate Fill Volume"

o Figure 4-1 “Boring Location”

o Figure 4-3 "“Cross Section 1-4 & 1-3"

o Figure 4-4 "Cross Section MW-02 & MW-05"

o Figure 4-5 "Fence Diagram”

0 Table 3-2 "Areas & Depth Values Used to Calculate Waste
Volume”

) Table 4-3 "Ground Water Elevations”

The analysis was performed using an Ebasco in-house computer program
(STABR), Ebasco Services Incorporated, calculation index, Calc.
No. 4, slope stability analysis and computer output.

In performing the slip-circle slope stability analysis, a circular
failure surface was assumed, and the portion of the circle through
the slope was first divided into vertical slices. Then the
tangential resisting and driving forces along the circular surface
were computed for each slice. The factor of safety against
rotational sliding was computed as the ratio of the sum of the
resisting moments taken about the center of rotation to the sum of

the driving moments about the same center of rotatiom.

To find the worst possible radius and center of rdtation yielding
the circle with the lowest factor of safety, a search routine was
used in which a trail center of rotation is selected using different
radii to compute each safety factor. The center of rotation was
programmed to move at a prescribed increment to a different trial
location, and the above process was repeated until the lowest safety

factor was obtained.
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2.5

Ine results and the obtained safety factors for the slope stability
analysis for higher and lower soil properties are documented on
Sheet 4 of 6 of the Lee's Lane Landfill Slope Stability Analysis,

Ebasco Services Incorporated Calculation Index, Calc. No. 4.
Miscellaneous Design Considerations

2.5.1 Riprap Layer Thickness
The sizing of the filter blanket and riprap materials has
been discussed in previous sections, however, the thickness
of each layer requires additional consideration. It is
generally accepted, however, that the minimum thickness of
the riprap layer shall not be less than twice the maximum
particle size. Greater layer thicknesses may be specified
when the site condition or placement techniques require
additional material to ensure the minimum coverage. The
design drawing (Drawing No. E-4236-D-1), sheet 5 of 7 shows
typical sections and details of the river bank protection
system and identifies the riprap layer thickness with 16 to
20 inches. (Twice the normal particle size).

2.5.2 Filter Fabric
The filter fabric used in the river bank protection system
prevents migration of manufactured sand into the No. 3
stone. The main purpose of the fabric, however, 1is to
provide a stable working surface for the placement of the
overlying stone. The selection of Supac 4NP was the result
of an on-site test performed July 7, 1987. Anchoring the
filter fabric in a perimeter trench is a standard
installation detail. The daily logs completed by the on-site
Design Engineer, provided under separate cover, details the

results of this test.
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2.5.3

2.5.4

2.5.5

Riprap Toe

At the toe of the riprap section, the finer sand and rock
layers were discontinued with the thickness of the larger
riprap stone increased to four feet. This heavier section
extends 10 to 15 feet into the river bed and forms a base for

the riprap slope.

Edge of Riprap

At the upstream and downstream edges of the riprap slope, the
finer sand and stone layers are truncated at grade by the
larger riprap stone extending below grade (see detail on
Drawing No. E-4236-D-1, sheet 5 of 7). The purpose of this
detail is to prevent erosion of natural soil at the edge of

the riprap.

Top of Slope

Broken shale was used in the design at the crest of the river
bank slope protection system. This feature was added (and
later deleted) at the request of the ERCS.

-10-

R1



APPENDIX A
DESIGN CALCULATIONS




Client:

EBASCO SERVICES INCORPORATED

CALCULATION INDEX

ENUVICOANVIENTHL. JEOTECT/ON SGENCS

Project: LEES LanE Lavopnl, TEFELSON CounTs) KENTUK Y.
Job No: SLloOIECT I.D &E-42%&

Cate | ey el e | T e
F=Final
/ V |svzn oF 2rr-Rer foe Bk
ECOSION [COrEr s F Pt |ef7/er|ktesxee |arzz/ar
A V\ | AMRLGKS GRS of GEANCOLHZ Npris | PEA. L1 |Glefey K ESsse e/22/87
3 | |Gepn Sr28 Ous7R/Ocrron CoelEs Foe F
ot coVE/OERED fob DCMNAGE LAGESS | £~ SOXTECE ! BN P/ EDMENIHE. S/ eV ElE FEANG G . /1,
4 \ |Scope Sr#sresse onvteyss5y #7acMis wse 7/17/87 \Pu# LIV | 7/17/87
-7 | | S0/ SAIPLE DAH7R, S/IEH/E SVALY S/S ~ LA ENGYNELE/<YG
[~ V| Gt Si2& #ripieprass b ATECBOEG Linviirs| £ NS CoelPo@sr’ceins 5/27/&7
7 \ | Lepoer oF Gewn size 7Esr eswe/3| F LAY EAMGNEECIA/G &/24/87




—

EBASQO SERVICES INCORPORATED
CALCULATION OOVER SHEET

CLIENT: SNH/CONMIEN T SROTECT7 ot AGENILSP
PROJECT: LEET LIVE LpnDrne , TE/FERSORe Coon )y, Kanrect s
SUBJECT: 2/l OF Lp-Lpe For Lt ELOS/EN PLOTECTION

S0 >

OFS. NO. #£Z22¢. .72/ DEPT.
12 Wnmsxez C10-557|R)
CALCULATION NO. / NUMBER OF SHEETS +&-
(including this sheet)

SUPERSEDES CALC. NO. AR

REV. CALC BY CHECKED BY

NO. REVISION DESCRIPTION Neme /Date Neme /Date

0 NOT APPLICARLE L dn—
Glz/&7 e/22/87

Appep TABLE OF Conrenrs (S lA); Apoed

Summary Or CAw Resucts (S« 9A)fﬂpufp MM /
Sicnarunes fen Rey O, - - TER k2 /9// Y57
Revieed Filley Desy malqs‘\s Monufoely .

2 | A megs o ety W Downow | K fieler
Added Gumiv 612¢ Cunve Loy Filley Sanod uged ad Sild . TThRa £108/ 87

* FULL SIQWATURE (FIRST NAME, INITTAL AND LAST NAME)



EBASCO SERVICES INCORPORATED

ov LAW  oae [0-5-87 sweer LA or_L_
CHKD. BY“:DMANALAATE A0-10-% 7" orswno. 4236 - 72/ “53.‘&.3,42{-/
CLIENT EPA

Lec < e KM

swesecr Sz OF Rip-Rap For Bawe ERosion [Rorecrioq

CRITERIA 2¢5 o
REFERENCES /
CALCULATIONS 3
SummARY OF CaC, ResuTs 9A

TagLe OF ConTtenrs
Fage

¥ Tue Design CRiteriA DocumeNT For This Froreetr s PRoviosd
Unper SepArRate CoveRr.

R\




EBASCO SERVICES INCORPORATED

[ 24 LKH L u DATE __.__—.bl lbl%" SHEET | OF ﬁ

CHKD. BY LAK DATE 6/37 /87 OFs NO e,

CLIENT tP A

PROJECT LEES LAN E LANDF i -

sumECT Sizwwg oF Raprbp  Ton Bpuk Eosiod PRoTETON
EFERENLES * !

W) ! Ciprae Dcs;aiv«ﬁgn Ohfw _‘?—\Jér = A (,hauq.cmn:\ ?hflo‘sopl«y o~

356( SHAone 4o ?os\hflt @an\‘- Ora\‘nqu“ . ?ﬂ?‘-C“L""Q oL '5%
Ol\nb Bluér Vallo, 90”; gem.'nmr ; Nov 2. 1§44

’ (7') ('(,{$e Oo,c Q\PNJ—P q.COr %an\‘ PYORC‘HO‘W“ /\Lc{(am(u; Eha]uk(frx'nq
Cirwlue No. 1), US Deparbment of “lvansptahion Tedevat
H\QL\WRY Adminig“.‘?a"‘lan ,%ufuu OL Publl;- E—OAJ ITuh-c— [167

‘ (’6) “ é&pqc ' Dnma..qc and P\pw Nets " , ‘\"any C&df,\’flfkv«.
Zwd Edihon, Jolw Wiley 4 Sow, Swe . 1477

/ (4) " L“"'Oduu"orr 90'1 M(ch(mfc> a FOunL\hons . b/ QB égwu,_
2 é}\’" (Jowu: , %"' € dihon ,Haa Mitlanw Publish Lo. 1970

(5) érark 9!3‘6 Distvipuhion Test Eesu(’h b\/ NUS Corprrahow,
"C"-“' Lus Lahe Ldnd*fxf’ Super-.[urol svle , 1;/7,7./87

wme/a B



EBASCO SERVICES INCORPORATED

WM nnzM sHEET £ orF 9
CHKD. o KHK on:i’m OFs NO. iy
CLIENT e? A
PROJECT Lees Lawe Landbi)
SUBJECT 6‘3\’\4 ok Q*Pf‘“p
A_ﬁ*.,; . e : . v L e I
L Note . = . A Jelephone call. was. wade o Mr. Kon Zoaid!
D.L U‘J (AQOIDQIL‘RI evxrvo.r + Walﬁr E&-Sourae D!\j‘)lo‘\\
(T}\ GC02-5%2-5241) v dequire e r.f,]wan'\'
Ohe  Ruver How s \.OUCL\—{ , Pa(h‘w.(w Ly Yiver uz(ou'-‘—y
of 100 yv Hood 15 of cpecen| Vadererd for tha
T rap L-esuélu
M Eualdi Stated vt ’H’\€7 Weve Ha< _H‘o\“‘M\
\)L\,Od‘\ry VAL haunve et ‘Fiow +he ‘7‘1'*\'\0*\ a.»aonq Ohd Bavs,
o &#-7 ol lowsuille
;\ow Jolume ;\pvd(Mun) \/W“‘"v
(cFs) (FPs)
819,000 & &
qos,ooo U. b
\, 000,100 r 4.9
100Y" Tlood bz, 000 ( Evhaled 417 )

¥ Record Fiow memsurcd 1+ 1437

No rewrd has oo obdamed for e 100y
Tred  Howew:«, eﬁ)v‘ our Qesign Quipose | ‘he
wierpretahion made 'ﬁow L0 ‘—t"i’ \R{Grma'\'w»\/
O wmean Jeloty of &7 o for Auec \00ur
SHoed s luu‘a o be  teraomukle |




EBASCO SERVICES INCORPORATED

oY ?K“ VW pare bm 127 SHEET or :i
CHKD. BY Lk DATE ¢/ez % S7 OFs NO. o

CLIENT BP a

PROJECT LC&& l/a\\&-Ft\ |
SUBJECT é\") in@ ot (ZAPY‘"P

- — T

_th'.‘.,‘ [, . Fme . . U _i_~,i 7

- “ u l"‘”q - fzcﬁerwce N0 2

, : K/d = 0.4 & C{L(-Ha of How > 1O ol (V'\I'H' (el 2)

K :  odtue diameler - B+
A © Peprn of Fow

;{’Ow\ ‘unrl— . ef PH"T Ref 2.

K/d = Ot -——5 _\_/lz' 0_‘-7?’9-

vV

To:  Velowky aqam+ stone . Fes
v - Mean U&lou'ln.sL How TP
(Use 4.7 4p4)

T
YN
- 0125

v;> =(O\T2«"7'XL\'\'7>= 3.4015 o>

Y VW9 Rt2 {eLomwmend s V‘a 5\ould be Muzised by ZZD/O
for Hymq ok vpke  usig RA T ok Pll-b. Gk 2

V‘,:('%\k{f)g X \.'LL) = “[’ \9—7 Fe>
DR ;‘W ﬂ-,¢ L{'.IS", & 5{44 5‘9’9‘ ol 2,7 (Kov: 30;\1\)4‘ l (.Ui‘hu”
. Fguee 2 of el 2 Obluwed stone dianmcker of agpiov
e 0.3‘1‘;" or Yo% thes (V;asa\ ow .K'—.—. b5 ¥F Lioune )
, 'Co«wq;:.\ thowd V€ wade Hfor  Ouer dcnsilry ok shoue
Prw owtveqe dewsiy of Y= uo pvF 5 wed for
. Hve Mjui‘\""“““"- , o

e 4 "

581/8-81



(¢

EBASCO SERVICES INCORPORATED

- S LT % e S bl\b\9-| SHEET 4 oF :1

CHKD. BY ﬁ_’(_ DATE - ;’,z 2 (3 ) oFs NO og:;:
CLIENT ef a3

PROJECT Ltes L-awe L aw dh1

SuUBJECT S\ 2ing ot (L\pra.,p

.__ Couuzhow ol %nb snéo 15 wode ugn‘nq C\r.u.c(cr's Qﬂv-d'ho.n

Kw= —\—\EJE%_K‘;_' Kw = ¢done ‘mée for W (Ltnsiby
- b2
K : 44one 9\:560.05h|n¢&*‘10~«?1
W - Ofws'—\-»f ok ¢dowe = PUF

mehe >

KVJ = (\07—\910\3@; o)
\o- b5

\*5“—= C.2q9 )
(gOO/D 51‘50 u-C \’L\p rap)

@Ya&a’fwv\ ok (Z«p =y

Mex. 4\3'0 8
G0% s15¢ .39
Miw G b\'“

RAt /e ne




EBASCO SERVICES INCORPORATED

sy M_ DATE ALY sHeET 5 oF q
cnxo. oy Lol K pnz@ OFs NO. oo,
CLIENT Ada

PROJECT Lees Lone Le-a Lol

SUBIECT Eros\o‘u?o\evﬁow Eilter 5 oud [ ke soils

-Cr{\-er“o‘s Lor dra\'v\qq»t, e d.ehq‘vx Hlonr d 94‘\'{5«@7 ‘e
(—o\\owmq eq uatlons °

Ef L(r4vvc¢ QOquée
(\) qu (F\'l\tFSGnJ) L 5 u z OL Qé "Hci‘war Aclh«inz“vo"na
Rel 2 of CLJ:.MI tew
&L. 4 ol Sow; A Sower

(=

Des ($ike 50%\s)

('1/) QS‘ GFuwee ‘0'\3) > g E{ _C ’5 ol ClJ(rqltv\
DI‘;(.si\-csoilé) 4 Rel & ob Sown u Sowe
(—3) D‘Ea (Fike Sand) é— Zg 2(,‘ 2 ok (e 3(:1(;—\
Dr?, (sile Sov)

“The above Crilenon \; opplicable Lo all Diher
ity materal deoan e Riprap | Do 3 cdone

e UO 3 $“"DH‘¢/M \-4&1)1\'9 sﬁ\d

3 I'\&
Mah M“ > /F\\Mr 5and‘

581/8-01



EBASCO SERVICES INCORPORATED

o Y L gare_ bl (87 weer_ 2o ]

CHKD. IY{’{_A_ DATEM OFSs NO. Ok o,
EP A
Lees Lawe Lawd KWV
Erosion Prodechon Bip rop | # 3 ctone d Hg SBWC/WM Sond

i B“Pfﬁf\" /:hk 2 _4tone
. Uis Moap 120

CLIENT

PROJECT

SUBJECT

= Zbb L5 ok
Des #2 tome 45
Dw’ Riprap = \&¢o - glug > z D
D\‘;" #BH‘UWG Zz l
Vio ®eme _ \36 _ 5 305 ¢ 29 ok

Ugo 23 5pme 4o

# 3 5‘+‘On€ /MC{WV":&L;"E¥Zd Sawd

Dhs # 300me 2
= L% .¢q bugsed o be 4 o

D%s' Man Sand 4— .
Marginal . R tommend Qeolevkile o
e p\ou behueen-2 3 (donet Uan sarp

D #* we.

e e -

OlT Mon. Saud 015

De, 2
g ? ytone _ .—_—a:‘_o_b_—-—-z ‘;"39 LS o\,

e DSu * Uon Sond 2.

581/8-81



EBASCO SERVICES INCORPORATED

oy Pien L oare 010121 Rev:2 By MDD “-\78-—%07 sweer ! or ]
CHKD. lv/ﬁ;i__ onz% A ch{ kK “;rls uo:)7 O no.
PR:JECT Loes L-ane Land LU
SUBJECT EVWWK ?‘le}«‘\'\ﬂ‘n C\'\k« 54-\&' Sile ol
T Diewews g - )
’ = -—(-)—05 z0.25 & C oK Izz
Des toie sois) 0.z
D\‘%’ (Fi¥tr5and ) o)
\ n - ‘05 _
Dl‘:’(;\'k so:\) O.00} % =27 7 7 g ok ‘IRZ
Peo (m
Go (Wi sand ) _ 03 - q42 (20 ol [gz
DG o (‘;1\—( So-'D 003%
D\‘;(MMA.L\-(—c-.CLm;‘ Scw.al_) - '25 - 0.56 < 5 ¢ Ok
DG (Filkew sands) - 45
D\SL Man - Smo\) .25
- = Z x OK
Dis (Fitlen Soned ) .05 5 £ 5
Rz
:DSQ (MM\G Sudl) [ A
= 26 _g.125 < 25 : ov
Deo( Filler Saud) 32 —
Note : Gasain Sizes Filley Sowul waed w the avalyses

above ave azed on emelo\pe 7 s
/zu\wesw\\a’civ-c_ matnial  weed oc on Sk -

(See pope Wo.Qg)

581/0-01



EBASCO SERVICES INCORPORATED

o Yeeid o blnls? weer B or_4
CHKD. IY/{;? A DATE “'i/‘? Z/‘S? OFs NO DE:;:

CLIENT EP A

PROIECT Lees Lane Landfrl

SUBIECT (Grodation| Bramiize MsFmunen of Rprap, # 3 &ipue

Mahu‘(‘-a.c}uﬂ,é Sand 4 Ft\\-(r Sron.ual

OIS S

4(2\9‘ ro.Q ( 4—" ey 3‘;)

» 3 cAone

bie Yo Passing_
2% |00
2" Qs - 100
| 3¢ - 70
\" | O-19
Vo, O -15%

Mavw(—u,h.v: & Cand

4!_’2\ < 0/0 Passm‘q
>/ \0O0
3% Q9
BA’ qo
- *®*0 40
2 20 |5
* 40 - q
* |00 | 2,
27200 |

KRB /AR



EBASCO SERVICES INCORPORATED

L Pt b8l 2 MDD 'Z"fg{ weer_1_or_T
cnno. o KAK _ qare £/22 /57 cuem I B3R wepy:
CLIENT EP A
PROJECT LCCS l/dV\Cr l,an i(—\ L
SUBJECT C)fddﬂ‘ho‘h ’ C‘Ma\:« L\ & O\b‘\?‘\ouho"« Cu“hA )
“'_;_: C Fier %and
$e Yo Qassmg
% 100
x o 6
\ 9 E-Z,

*30 95

o 110) 65

# 200 20




EBASCO SERVICES INCORPORATED

By . oaTe (O] | 4‘ seer DA o 4
0/r3/8 DEPT. —
CHKD. B DATE OFS NO.— NO._DOTR

CLIENT EPA
PROJECT L ees \-ow\ol La .Aal ;M

SUBJECT _&MMMJA__E%__E&KU)J’S 2

| A !

H 3 ! : ! ‘ . H i : ‘ : N ) i
B ' AT U RO O S S N B e I S _J e
i ; ' P oo z Do :

| ; ' i . ‘ :
+ JFSENUIEUORUHSS S O S § - g e pe Ay e T T B . BT e RIS T T U
T o | , L : T o

H H H H 1 ! H i '
, : ! : : : : 1‘ . ‘ ; ) : : : , ’
. __+__ [N — . 1. 3 . I e B SRR SU e - JSUR S e e + [, . I R,
; i : j _ i :
| ! : i
. ;

SUMMARY oF CALCULATION RESULTS:

~ ) STONE. DIAMETER e 408" ( Ref. page 3) . ..

2) coRRECTED SToNE B12E = S.39 ( Rp-Rge 4)
,_ ‘3) '.'D-faivxo._g::v_v. .}Q{‘x-ef _ COV\Qow'MS ‘\'D ,\hz‘ A"S'W
e C,YV'ILWq, CE_;.& . Pa.kc S ) L e
_a) Ribwop /43 Stone comforms o ke
o A&.‘)‘PXY\ Crilenia C En& P“-é‘e _6>
5) #3 STONE g Manufocturs Savd Comforms
4o e  desisym Coritenio (C Qﬂ‘& - pake §)
Filler Sond & Site Soils  Conforms
o A Lldey desigm C~ilevia Ce»& \m-g’l

T N

6

i
— —_ o— — . —_ —_— — e G J— —— — _— — s e}
t
— —_ I +— o — -— et —
— —— - — - — - —- — [ —_— e —

S81/8-81




LeL | LAME

US STANDARD SIEVE SIZES

3 2 "34" 3/8" 4 O > 20 40 €0 100 200
100 4 : digmye ; . : 2 :
) ! U
90 _lg n R N l‘l —
' | i ' )8 Evrvi\RY ¢ Filey M_;\Aj_._a_
80 | 'l [ ep - iBE < \e .
}-u--fa o 2! w — H l!
1 i :
LY i ] { 1 :
] ] ] 0
% 60 , - ! : :
g \ \ "
! ' |
% [ ! | il
. b ] d ! A
40
z I H
w b F :
)
z : : : ] {1
g : : ' ! ]
w- 20 (] : )
. \J '] ‘ _*
0 1 H } N
: | 1 i
" : ' t
° 100 10 ) ! 0. RY ) 0.00}
GRAIN SIZE IN MILLIMETERS ,
) GRAVEL SAND FINES
DER COARSE | FINE COARSE] MEOIUM | FINE SILT SIZES T cLAY SiZES
'
BORING NO. Bag Sample’l DESCRIPTION OR CLASSIFICATION GRAIN SIZE DISTRIBUTION
DEPTH OR ELEV. . ]
ISTURE : htly Silty Sand i
rloo::o Lm:,; 7.0 Dark Brown Slightly y an I <02
» ? samnles 7Tesreo
PLASTIC LIMIT Conposirs of LAW ENGINEERING TESTING COMPANY
PLASTICITY INDEX |

Filles Bec\c\w\% Savd

D‘S"-‘-OSZ,‘ ’.D5o-;0.3?_ F 3_)35: ©.45%

Moove 3‘*‘!'\\4 Sizes based ow cwnvele
Sike as ndicaled a\boye)

be as Seven Sm&l..,g waaol ok

rADY /S-b 8‘82




FILTER DESIGN
PROJECT: Lees Land Fill (EPA)
" INPUT DATA:
Layer Code D15 D85 D50
A 120 0 135
B 22 45 40
c .25 4 2.6
D 05 45 .32
E 0018 .2 038

Layer Desciption
Rip Rap
# 3 Stone
Manufactured Sand
Filter Sand

Site Scils

FILTER DESIGN CRITERIA:

-D15 of upper laver divided by D85 of lower laver should be

. equal or less than 5

(_-D15 of the upper layer divided by D 5 of lower layer should

be equal or greater than S

C3-D50 of the upper laver divided by the D50 of the lower
layer should be equal or less than 25

CALCULATIONS:

Layers C1 c2 C3

A/B 2.666667 5.454545 3.375

B/C 5.5 88 15.38462
v

c/D . 5555556 = 8.125

v v
D/E .25 27.77778 3.421053

Remarks

TS ETEI ST SIS SS SIS SS S S CSECS TS S S E S S SSS SRS ESSSZEZSESSSSSS=S=S=S=SSS=SSS===

REMARKS: C1 for B/C layer exceeds criteria.Provide a filter

fabric between layvers B & C.

e —— - —————— - R - —— - ———— - . - ————— Y . M MR e —— = —— —— ———

CONCLUSION: Design Criteria

SATISFIED
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MECHANICAL ANALYSIS GRAPH OF GRANULAR MATERIALS
(In Accordance With ASTM D422, Section 16)
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ENVIRONMENTAL SCIENCE AND ENGINEERING, INC.

RECEIVED

JUN 06 1987

MEMORANDUM

DATE: 6/2/87

TIME:

TO: Mike Szomjassy, Ebasco ‘
FROM: Wayne Ingram K, A. KOSS er
PROJECT: A L Taylor

RE: Particle-size distribution curves for drainage layer material

Enclosed are curves for the rock considered for the drainage layer at

AL Taylor site. Call if you need additional information.

RECEIVED
REM IIIREGION IV

Jie 3 °87
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4Teckien] @1

_ rogram STABR -- Version 3.84 (MS-DOS)
\/

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (DRAINED CASE - HIGHER PROPERTIES)
OCONTROL DATA
NUMBER OF SPECIFIED CENTERS
NUMBER OF DEPTH LIMITING TANGENTS
NUMBER OF VERTICAL SECTIONS 1
NUMBER OF SOIL LAYER BOUNDARIES
NUMBER OF PORE PRESSURE LINES
NUMBER OF POINTS DEFINING COHESION PROFILE
OSEISMIC COEFFICILENT S1,S2 = .00, .00
OUNIT WEIGHT OF WATER = 62.40
OSEARCH IS BASED ON BISHOP MODIFIED METHOD

MO~ o

S

SEARCH STARTS AT CENTER ( 430.0, -50.0) WITH FINAL GRID OF 10.0
OALL CIRCLES TANGENT TO DEPTH, 165.0,

OGEOMETRY
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 465.0 500.0 600.0
gy T. CRACKS 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 150.0 150.0
W IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 150.0 150.0
BOUNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 150.0 150.0
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 160.0 160.0
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 160.0 160.0
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 150.0 160.0 160.0
BOUNDARY 5 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 160.0 160.0
BOUNDARY 6 165.0 165.0 165.0 165.0 165.0 165.0 1653.0 165.0 165.0 165.0
BOUNDARY 7 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0
OSOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 .0 .0 62.4
2 .0 6.0 35.0
3 100.0 18.0 110.0
4 100.0 25.0 115.0
5 .0 30.0 120.0
6 .0 36.0 125.0

OPORE PRESSURE DATA
COORDINATES OF EQUI~PRESSURE LINES

0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 465.0 500.0 600.0
LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0 150.0 150.0 150.0

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

~ LEES LANE LANDFILL (DRAINED CASE - HIGHER PROPERTIES)
ONUMBER TANGENT RADIUS (X) CENTER (YY) CENTER FS(BISHOP) FS(OMS)

1 165.0 215.0 430.0 -50.0 1.612 1.521

2 165.0 215.0 410.0 -50.0 1.772 1.664

N 3 165.0 235.0 430.0 -70.0 1.635 1.533
4 1R5.0 215.0 450.0 -50.0 1.546 1.469



30
31
OF.S.

165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.
165.0
MINIMUM=

COCOOOCCOCOQCOQCOQCOOoCOOoOCOoOoODOoOOC

275
265,
275.
275.
255.
255.
1.530

440.0 -50.0
450.0 -60.0
460.0 -50.0
450.0 -10.0
460.0 -60.0
470.0 -50.0
460.0 -40.0
450.0 -60.0
460.0 -70.0
470.0 -60.0
450.0 -70.0
160.0 ~80.0
470.0 -70.0
450.0 -80.0
460.0 -90.0
470.0 -80.0
450.0 -90.0
460.0 -100.0
470.0 -90.0
450.0 -100.0
460.0 -110.0
470.0 -100.0
450.0 -110.0
470.0 -110.0
470.0 -90.0
450.0 -90.0

OR THE CIRCLE OF CENTER

(

. .
(8}
w
w

&) (3}
Q w
00 o

btk pd b b b bbb ek bk o b pod bk pd d et bd b bt et b b b et e
. PO e e o e o s
(4] [$)]
[9V] =3
N ()]

460.0,-100.0)

b B ok b ek b gk ped ek b ek bt b b et bk ek e ot b pd meb ped b ek b

c 454
472
.160
.166
.463
.463
.456
.472
.466
.3467
474
.469
.470
.478

471

472
.486

173

.475
. 497
479
477
.510
.a719
475
. 1886

# /



Program STABR -- Version 3.84

{MS-DOS)

AT =

0] BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL

OCONTROL DATA
NUMBER OF
NUMBER OF
NUMBER OF
NUMBER OF
NUMBER OF
NUMBER OF

OUNIT WEIGHT OF

SPECIFIED CENTERS
DEPTH LIMITING TANGENTS
VERTICAL SECTIONS
SOIL LAYER BOUNDARIES
PORE PRESSURE LINES

POINTS DEFINING COHESION PROFILE
OSEISMIC COEFFICILENT 81,82

WATER

ASEARCH IS BASED ON BISHOP

MODIFI1ED

ENASEARCH STARTS AT CENTER ( 350.0,
OALL CIRCLES TANGENT TO DEPTH, _135.0,

OGEOMETRY
0 SECTIONS

T. CRACKS
W IN CRACK
BOUNDARY
BOUNDARY
BOUNDARY
BOUNDARY
BOUNDARY
BOUNDARY
BOUNDARY
0SOIL PROPERTIES
0 LAYER

ST N O o N

O W N =

100.0

100.0
100.0
100.0
100.0
100.0
135.0
150.0
165.0
200.0

OPORE PRESSURE DATA
COORDINATES OF EQUI-PRESSURE LINES

Al

150.0

100.
100.
100.
100.
100.
135.
150.
165.

[eNeoNoNoRoleNe o)

3]
o
(=]

— —
< (3]
[ [

100.
100.
100.
100.
135.
150.
165.
200.

COHESION

.0
.0
100.0
100.0
.0
.0

<

cCcooCcCccCcoeo

00,

.00

62.40

[ 3]
[4]]
<

100.
100.
100.
100.
100.
135.
150.
165.
200.

o

METHOD

[cNoNeNoRaNoNoNeNe

.0
6.0
18.0
25.0
30.0
36.0

250.

100.
100.
100.
100.
100.
135.
150.
165.
200.

0

0
0

cocoCccCco

.0} WITH F1NAL

280.0

100.0
100.0
100.0
100.0
100.0
135.0
150.0
165.0
200.0

FRICTION ANGLE

(DRAINED CASE - HIGHER PROPERTIES)

=10 = C

GRID OF 10.0

112.

n

135.
135.
135.
135.
135.0
135.0
150.0
165.0
200.0

coocC

3165.

150.
150.
150.
150.
150.
150.
150.
165.
200.

DENSITY

62.4
35.0
110.0
115.0
120.0
125.0

SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5
- LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0
0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

1. FES LANE LANDF

TLIL., (DRAINED CASF - HIGHFR PROPEFERTIES)

[«

coocCcocCcCoccCco

cCcoooCcco

600.0

150.0
150.0
150.0
160.0
160.0
160.0
160.0
165.0
200.0

465.0 500.0 600.0
150.0 150.0 150.0



1 135.0 135.0 350.0 .0 1.825 1.741
2 135.0 135.0 330.0 .0 2.216 2.104
3 135.0 155.0 350.0 -20.0 1.885 1.812
4 135.0 135.0 370.0 .0 1.629 1.565
5 135.0 115.0 350.0 20.0 1.772 1.671
6 135.0 135.0 360.0 .0 1.702 1.628
7 135.0 145.0 370.0 -10.0 1.640 1.380
8 135.0 135.0 380.0 .0 1.629 1.575
9 135.0 125.0 370.0 10.0 1.626 1.357
10 135.0 125.0 360.0 10.0 1.682 1.603
11 135.0 125.0 380.0 10.0 1.648 1.592
12 135.0 115.0 370.0 20.0 1.634 1.560
13 135.0 135.0 360.0 .0 1.702 1.628
14 135.0 135.0 380.0 .0 1.629 1.575
15 135.0 115.0 380.0 20.0 1.669 1.609
16 135.0 115.0 360.0 20.0 1.669 1.583
OF.S. MINIMUM= 1.626 FOR THE CIRCLE OF CENTER { 370.0, 10.0)



\

\%;Program STABR -- Version 3.84 (MS-DOS)

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (DRAINED CASE)— LoweR So't PRofeRTIES

OCONTROL DATA

NUMBER OF SPECIFIED CENTERS 0
NUMBER OF DEPTH LIMITING TANGENTS 1
NUMBER OF VERTICAL SECTIONS 10
NUMBER OF SOIL LAYER BOUNDARIES T
NUMBER OF PORE FRESSURE LINES 1
NUMBER OF POINTS DEFINING COHESION PROFILE 0

OSEISMIC COEFFICIENT S1,52 = .00, .00

OUNIT WEIGHT OF WATER T 62.40

OSEARCH IS BASED ON BISHOP MODIFIED METHOD

SEARCH STARTS AT CENTER ( 430.0, -50.0) WITH FINAL GRID OF 10

OALL CIRCLES TANGENT TO DEPTH, 165.0,
OGEOMETRY

SECTI1ONS 100.0 150.0 150.0 250.0 250.0 290.0 $12.5 485.
T. CRACKS 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.
W IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.
BOUNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 150.
BOUNDARY 5 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.
BOUNDARY 6 165.0 165.0 165.0 165.0 165.0 165.0 163.0 165,
BOUNDARY 7 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.
0SOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 0 .0 62.4
2 .0 6.0 35.0
3 50.0 18.0 110.0
4 50.0 25.0 115.0
5 .0 30.0 120.0
6 0 36.0 125.0

OPORE PRESSURE DATA
COORDINATES OF EQUI-PRESSURE LINES

0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5
LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0

n BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (DRAINED CASE)

.0

<

ccoooCcCccCco

300,

c

150.
150.
150.
160.
160.
160.
160.
165 .
200.

cococCcococcCcocC

¥riscuren | 3

600.0

150.0
150.0
150.0
160.90
160.0
160.0
160.0
165.0
200.0

465.0 500.0 600.0
150.0 150.0 150.0

ONUMBER TANGENT RADIUS (X) CENTER (Y) CENTER FS(BISHOP)

1 165.0 215.0 430.0 -50.0 1.580
2 165.0 215.0 410.0 -50.0 1.744
) 1052 N DY N AN 0N e a Y & 1 £oNn"A

FS(OMS)

1.487
1.635

19 Lon



P vl

5 165.
6 165.
7 165.
8 165.
9 165.
10 165.
11 165.

12 165.

0

0

0

0

0

0

0

0
13 165.0
14 165.0
15 165.0
16 165.0
17 165.0
18 165.0
19 165.0
20 165.0
21 165.0
22 165.0
23 165.0
24 165.0
25 165.0
26 165.0
27 165.0
28 165.0
29 165.0
30 165.0
31 165.0
32 165.0
33 165.0
34 165.0
35 165.0
36 165.0
37 165.0
38 165.0
39 165.0

40 165.0
OF.S. MINIMUM=

195.
215.
225.
215.
205.
225.
215.
205.
225.
215.
205
225
235,
225.
235
245
235.
245,
255.
245
255
265,
255.
265,
275.
265
275.
285
275.
285
295
285.
295.
295.
275.
275.0

.

CO0O00CO0OCO0O0O0COOOLDOO0OCOCODOOCOCODOOOCOCOT

1.482 FOR THE CIRCLE OF CENTER

330.0
440.0
150.0
460.0
450.0
460.0
470.0
460.0
470.0
480.0
470.0
460.0
470.0
480.0
450.0
470.0
480.0
460.0
170.0
480.0
460.0
470.0
1480.0
460.0
170.0
480.0
160.0
470.0
480.0
460.0
470.0
480.0
160.0
480.0
480.0
460.0

-30.
-50.
-60.
-50.
-40.

-60
-50

-40.

-60

-50.
-40.
-60.
~-70.
-60.
~-70.
-80.
~70.
~-80.
-980.
~-80.
-90.
-100.
-90.
-100.
-110.
-100.
-110.
-120.
-110.
-120.
-130.
-120.
-130.
-130.
-110.

-110

COoO0O0O0CCCOCCOO0DO0O0OCCOOOO0OCCOTC OO COOC

(

.569
.532
.505
.488
.508
.487
.184
.488
184
501
.484
. 487
.483
.499
.487
.483
497
.487
.483
.496
.486
.483
.495
.487
.182
491
.491
.482
492
.498
.484
.491
.507
.490
.492
.491
470.0,-120.0)

.

b b e b b bed gk b ek ek b hed ek b d b et b e b d ek b b b el e b b e e e

u—l,.ap-d...c)—‘.-d’—‘v—‘i—lp—d“HH)—‘HHHHHHH.—AHHHHHHHHHHHH.—A;.A

165
. 445
.429
<113
.124
.416

411

.410
.415
.426
<307
.416
.418

429

.420
.421
.431
.422
.423

433

.425
.426

135

.428
. 128
.436
. 435
.429
.438
444
433
. 139
. 455
.440
.438
.435

7
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Program STABR -- Version 3.84 (MS-DOS)

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (DRAINED CASE)~- LoweR $oiL PROPeRTIES
OCONTROL DATA

NUMBER OF SPECIFIED CENTERS 0
NUMBER OF DEPTH LIMITING TANGENTS 1
NUMBER OF VERTICAL SECTIONS 10
NUMBER OF SOIL LAYER BOUNDARIES 0
NUMBER OF PORE PRESSURE LINES 1
NUMBER OF POINTS DEFINING COHESION PROFILE 0

OSEISMIC COEFFICIENT S1,S2 = .00, .00
OUNIT WEIGHT OF WATER = 62.40
OSEARCH IS BASED ON BISHOP MODIFIED METHOD
"EARCH STARTS AT CENTER ( 350.0, .0) WITH FINAL GRID OF 10.0
- .LL CIRCLES TANGENT TO DEPTH, 135.0,
OGEOMETRY
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 112.5 465.0 500.0 600.0
T. CRACKS 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 150.0 150.0
W IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 150.0 150.0
BOUNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 150.0 150.0
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 160.0 160.0
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 135.0 150.0 160.0 160.C
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 150.0 160.0 160.0
BOUNDARY 5 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 160.0 160.0
BOUNDARY 6 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 1€5.0
BOUNDARY 7 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0
0SOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 .0 .0 62.4
2 .0 6.0 35.0
3 50.0 18.0 110.0
4 50.0 25.0 115.0
5 .0 30.0 120.0
6 .0 36.0 125.0
OPORE PRESSURE DATA
COORDINATES OF EQUI-PRESSURE LINES
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 465.0 500.0 600.0
LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0 150.0 150.0 150.0
0 " BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (DRAINED CASE)
ONUMBER TANGENT RADIUS (X) CENTER (Y) CENTER FS(BISHOP) FS(OMS)



2 135.0 135.0 330.0 .0 2.064 1.953

3 135.0 155.0 350.0 -20.0 1.738 1.666

4 135.0 135.0 370.0 .0 1.466 1.402

5 135.0 115.0 350.0 20.0 1.628 1.530

6 135.0 135.0 360.0 .0 1.552 1.478

. 7 135.0 145.0 370.0 -10.0 1.480 1.420
8 135.0 135.0 380.0 .0 1.438 1.384

) 9 135.0 125.0 370.0 10.0 1.459 1.390
10 135.0 145.0 380.0 -10.0 1.432 1.380
11 135.0 135.0 390.0 .0 1.458 1.415
12 135.0 125.0 380.0 10.0 1.451 1.394
13 135.0 145.0 370.0 -10.0 1.480 1.420
14 135.0 155.0 380.0 -20.0 1.435 1.387
15 135.0 145.0 390.0 -10.0 1.446 1.405
16 135.0 155.0 370.0 -20.0 1.497 1.441
17 135.0 155.0 390.0 -20.0 1.436 1.396
18 135.0 135.0 390.0 .0 1.458 1.415
19 135.0 135.0 370.0 0 1.166 1.402

OF.S. MINIMUM= 1.432 FOR THE CIRCLE OF CENTER ( 380.0, -10.0)



J’(TW&NT 5

Program STABR -- Version 3.84 (MS-DOS)

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (UNDRAINED CASE) — twogtR HigHER $otL f’?o?ﬂe—,—lés

OCONTROL DATA
NUMBER OF SPECIFIED CENTERS 0
NUMBER OF DEPTH LIMITING TANGENTS 1
NUMBER OF VERTICAL SECTIONS 11
NUMBER OF SOIL LAYER BOUNDARIES g
NUMBER OF PORE PRESSURE LINES 1
NUMBER OF POINTS DEFINING COHESION PROFILE 4

OSEISMIC COEFFICIENT S$1,S2 = .00, .00

NIT WETGHT OF WATER = 62.40
-oEARCH 18 BASED ON BISHOP MODIFIED METHOD

SEARCH STARTS AT CENTER ( 430.0,

-50.0) WITH FINAL GRID OF 10.0
OALL CIRCLES TANGENT TO DEPTH, 165.0

OGEOMETRY
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 299.0 412.5 430.0 465.0 300.0 600.
T. CRACKS 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150,
W IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 130.0 130.
BOUNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150.
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 160.0 160.
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 13%5.0 130.0 150.0 160.0 160.
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 140.0 150.0 160.0 160.
BOUNDARY 5 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 160.0 160.
BOUNDARY 6 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.
BOUNDARY * 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.
OSOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 .0 .0 62.4
2 .0 6.0 35.0
3 -1.0 .0 110.0
4 -1.0 .0 115.0
5 .0 33.0 120.0
6 .0 36.0 125.0

"PORE PRESSURE DATA

. COORDINATES OF EQUI-PRESSURE LINES

0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 430.0 4€5.0 500.0 600.
LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0 140.0 150.0 150.0 150.

OSPECIFIED COHESION VS DEPTH

0 DEPTH COHESION
100.0 500.0
135.0 500.0

140 n [N aANATENa}



0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

-

- . eES LANE LANDFILL (UNDRAINED CASE)
"ONUMBER TANGENT RADIUS (X) CENTER (YY) CENTER FS(BISHOP) FS(OMS)

1 165.0 215.0 430.0 -50.0 1.534 1.524
2 165.0 215.0 110.0 -50.0 1.642 1.623
3 165.0 235.0 130.0 -70.0 1.527 1.523
4 165.0 215.0 150.0 -50.0 1.568 1.557
5 165.0 195.0 430.0 ~30.0 1.561 1.543
6 165.0 235.0 420.0 -70.0 1.580 1.573
T 165.0 245.0 430.0 -80.0 1.528 1.526
8 165.0 235.0 440.0 -70.0 1.505 1.503
9 165.0 225.0 430.0 -60.0 1.528 1.522
10 165.0 245.0 140.0 -80.0 1.498 1.198
11 165.0 235.0 450.0 -10.0 1.52¢€ 1.523
12 165.0 225.0 440.0 -60.0 1.517 1.512
13 165.0 245.0 430.0 -80.0 1.528 1.526
14 165.0 255.0 140.0 -90.0 1.494 1.496
15 165.0 245.0 450.0 -80.0 1.505 1.505
16 165.0 255.0 430.0 -90.0 1.532 1.532
17 165.0 265.0 140.0 -100.0 1.493 1.497
18 165.0 255.0 150.0 -90.0 1.490 1.492
19 165.0 265.0 450.0 -100.0 1.480 1.484
20 165.0 255.0 460.0 -90.0 1.537% 1.5356
21 165.0 245.0 450.0 -80.0 1.505 1.505
22 165.0 265.0 440.0 -100.0 1.493 1.497
23 165.0 275.0 450.0 -110.0 1.47 1.479
24 165.0 265.0 460.0 -100.0 1.512 1.513
25 165.0 275.0 410.0 -110.0 1.495 1.500
26 165.0 285.0 150.0 -120.0 1.469 1.377
27 165.0 275.0 160.0 -110.0 1.492 1.496
28 165.0 285.0 440.0 -120.0 1.4989 1.505%
29 165.0 285.0 450.0 -130.0 1.469 1.4%7
30 165.0 285.0 160.0 -120.0 1.478 1.481%
31 165.0 295.0 440.0 -130.0 1.504 1.512
32 165.0 305.0 450.0 -140.0 1.4%0 1.480
33 165.0 295.0 460.0 -130.0 1.468 1.475
34 165.0 305.0 460.0 -140.0 1.462 1.470
35 165.0 295.0 170.0 -130.0 1.518 1.521
36 165.0 285.0 460.0 -120.0 1.478 1.484
37 165.0 305.0 450.0 -140.0 1.470 1.480
38 165.0 315.0 460.0 -150.0 1.458 1.468
39 165.0 305.0 470.0 -140.0 1.498 1.503
40 165.0 315.0 450.0 -150.0 1.1%73 1.484
41 165.0 325.0 460.0 -160.0 1.456 1.467
42 165.0 315.0 470.0 -150.0 1.483 1.490
43 165.0 325.0 450.0 -160.0 1.477 1.489
44 165.0 335.0 460.0 -170.0 1.456 1.468
45 165.0 325.0 470.0 -160.0 1.472 1.480
46 165.0 335.0 450.0 -170.0 1.483 1.496
47 165.0 335.0 470.0 -170.0 1.464 1.473
~ 48 165.0 315.0 470.0 -150.0 1.483 1.490
. 49 165.0 315.0 450.0 -150.0 1.473 1.484
~" QF.S. MINIMUM= 1.456 FOR THE CIRCLE OF CENTER ( 460.0,-160.0)
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Program STABR -- Version 3.84 (MS-DOS)

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (UNDRAINED CASE) ~ HI4HGR Serr PPo Peries
OCONTROL DATA

NUMBER OF SPECIFIED CENTERS 0
NUMBER OF DEPTH LIMITING TANGENTS 1
NUMBER OF VERTICAL SECTIONS 11
NUMBER OF SOIl. LAYER BOUNDARIES T
NUMBER OF PORE PRESSURE LINES 1
NUMBER OF POINTS DEFINING COHESION PROFILE 4

OSEISMIC COEFFICIENT S1,S2 = .00, .00

N1IT WEIGHT OF WATER = 62.40
UVoEARCH IS BASED ON BISHOP MODIFIED METHOD

SEARCH STARTS AT CENTER ( 350.0, .0) WITH ¥INAL GRID OF 10.0
OALL CIRCLES TANGENT TO DEPTH, 135.0,
O0GEOMETRY

0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 430.0 465.0 500.0 600
T. CRACKS 100.0 100.0 100.0 100.0 100.06 100.0 135.0 140.0 150.0 150.0 150
% IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 130.0 150.0 150
BOUXNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 160.0 160
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 160.0 160
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 140.0 150.0 160.0 160
BOUNDARY 5 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 160.0 160
BOUNDARY 6 165.0 165.0 165.0 165.0 165.0 165.0 163.0 165.0 165.0 165.0 165
BOUNDARY 7 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200
OSOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 .0 .0 62.4
2 .0 6.0 35.0
3 -1.0 .0 110.0
4 -1.0 .0 115.0
5 .0 33.0 120.0
6 .0 36.0 125.0
*"ORE PRESSURE DATA
S COORDINATES OF EQUI-PRESSURE LINES
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 430.0 465.0 500.0 600

LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0 140.0 150.0 150.0 150
OSPECI1FIED COHESION VS DEPTH
0 DEPTH COHESION

100.0 500.0

135.0 500.0

~ o~



(.

. EES LANE LANDFILL (UNDRAINED CASE)
RADIUS

10U .V ]

VAV PR V]

BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

0
- ""ONUMBER TANGENT

1 135.0

2 135.0

3 135.0

4 135.0

5 135.0

6 135.0

1 135.0

8 135.0

9 135.0

10 135.0

11 135.0

12 135.0

13 135.0

14 135.0

15 135.0

16 135.0

17 135.0

18 135.0

19 135.0

20 135.0

21 135.0

22 135.0
.S, MINIMUM=

r

135,
135.
155.
135.
115.
115.
125.
115.
105.
115,

105.
105.
85.
85.

cCCcoCcCCcCoC

0
0
0
0
0
0
0
0
0
0

CENTER

350.
330.
350.
370.
350.
340.
350.
360.
350.
330.
340.
340,
330.
350.
340.
330.
350.
340.
330.
350.
350.0
330.0

COOOCOCOoOOOoOCCCOCOCOCDO0O

CENTER

.0
.0
-20.0
.0
20.0
20.0
10.0
20.0
30.0
20.0

10.0

30.0
30.0
30.0
40.0
10.0
40.0
50.0
30.0
30.0
50.0
50.0

1.431 FOR THE CIRCLE OF CENTER

(

FS(BISHOP)

ok ek pok b ek ek ek ek ek b ek bmd ped b g b pd bed ok B ped e

340.0,

.451
.514
.469
.628
.446
.138
.446

525

.451
.3484
. 448
132
.472
451
.431
.464
467
439
.472
.451
.499
. 463

40.0)

b e gt pmd ek pad ok hed pd b pod fd ped pmd pmd bbbk ) heed

FS(OMS)

.451
.514
469
628
.4416
.438
. 146
. 525
.451
.184
.448
432

472

.4151
. 431
.464
.467
. 439
472
4351
1.
1.

499
463
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( “rogram STABR -- Version 3.84 {(MS-DOS)
e

0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

LEES LANE LANDFILL (UNDRAINED CASE - LOWER PROPERTIES)
OCONTROL DATA
NUMBER OF SPECIFIED CENTERS 0
NUMBER OF DEPTH LIMITING TANGENTS 1
NUMBER OF VERTICAL SECTIONS 11
7
1
4

NUMBER OF SOIL LAYER BOUNDARIES

NUMBER OF PORE PRESSURE LINES

NUMBER OF POINTS DEFINING COHESION PROFILE
OSEISMIC COEFFICIENT S1,S2 = .00, .00
OUNIT WEIGHT OF WATER = 62.40
OSEARCH IS BASED ON BISHOF MODIFIED METHOD

SEARCH STARTS AT CENTER ( 430.0, -50.0) WITH FINAL GRID OF 10.0
OALL CIRCLES TANGENT TO DEPTH, 165.0,

OGEOMETRY :
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 112.5 430.0 465.0 500.0 600.
T. CRACKS 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150.
T W IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150
BOUNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150,
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 160.0 160
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 135.0 110.0 150.0 160.0 160
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 140.0 150.0 160.0 160
BOUNDARY 5 150.0 150.0 1530.0 150.0 150.0 150.0 150.0 150.0 150.0 160.0 160
BOUNDARY 6 165,0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165
BOUNDARY 7 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200
0OSOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 .0 .0 62.4
2 .0 6.0 35.0
3 -1.0 .0 110.0
4 -1.0 .0 115.0
5 .0 33.0 120.0
6 .0 36.0 125.0

OPORE PRESSURE DATA
COORDINATES OF EQUI-PRESSURE LINES
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 430.0 465.0 500.0 600

LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0 140.0 150.0 150.0 150
OSPECIFIED COHESION VS DEPTH

0 DEPTH  COHESION
100.0 400.0
135.0 400.0
- 135.0 700.0
A 150.0 700.0
0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES

e et e i icmemea s fYTALTRTA TATTTY A CT TAVTD DRNADERTTIEQ)Y



V.asLlapon P U VO RV § DN BT [N T WO S

1 165.0 215.0

2 165.0 215.0

3 165.0 235.0

4 165.0 215.0
5 165.0 185.0
6 165.0 235.0
7 165.0 245.0
8 165.0 235.0
9 165.0 225.0
10 165.0 245.0
11 165.0 235.0
12 165.0 225.0
13 165.0 245.0
14 165.0 255.0
15 165.0 245.0
16 165.0 255.0
17 165.0 265.0
18 165.0 255.0
19 165.0 265.0
20 165.0 255.0
21 165.0 245.0
22 165.0 265.0
23 165.0 275.0
24 165.0 265.0
25 165.0 275.0
26 165.0 285.0
21 165.0 275.0
28 165.0 285.0
29 165.0 295.0
30 165.0 285.0
31 165.0 295.0
32 165.0 285.0
33 165.0 275.0
34 165.0 285.0
35 165.0 305.0
36 165.0 295.0
37 165.0 305.0
38 165.0 315.0
39 165.0 305.0
10 165.0 315.0
41 165.0 325.0
42 165.0 315.0
43 165.0 325.0
44 165.0 335.0
45 165.0 325.0
46 165.0 335.0
47 165.0 335.0
48 165.0 315.0
49 165.0 315.0
50 165.0 345.0
51 165.0 335.0

SEARCH IS ABANDONED AFTER

430.0
110.0
430.0
450.0
430.0
420.0
430.0
140.0
430.0
440.0
450.0
440.0
430.0
440.0
450.0
430.0
440.0
450.0
450.0
460.0
450.0
140.0
450.0
460.0
440.0
450.0
460.0
440.0
450.0
160.0
460.0
470.0
460.0
450.0
460.0
1470.0
450.0
460.0
470.0
450.0
460.0
170.0
450.0
460.0
470.0
450.0
470.0
470.0
450.0
470.0
480.0

51CIRCLES

.463
.580
457
.479
.487
.515
.459
.428
.458
.422
.439
.439
.459
.419
.420
.463
.419
.406
. 397
441
.420
.419
. 391
.418
421
.389
.400
.425
.388
.388
.379
.338
400
.388
.373
.415
.390
.370
.398
.394
. 369
.385
.398
.370
.375
. 405

bk et b b bt b ek ek b et b b b b e e b ped e b e bt bt e e e bk b b et b bt b el e et bl e b el e e e e e

1.385 —
1.394
1.364
1.410

(SR 3

o
w
[Ye)

L3
—
=3

Pk pd bk ook e pd b ek b pead b b bed pd b ped bed s e b e b et e b b ped et et et et e ped b el e et e ped et et b et b ed b ed
e =+ & s e 2 e @ » & e s e e e e o e 8 e o & e s e 8 e * s s+ e o 2 & 8 ® s » e s
w o
[o 0] (4]
(=23 (o]

%
~J
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Program STABR -- Version 3.84 (MS-DOS)
0 BISHOP MODIFIED AND/OR ORDINARY METHOD OF SLICES
LEES LANE LANDFILL (UNDRAINED CASE - LOWER PROPERTIES)
OCONTROL DATA
NUMBER OF SPECIFIED CENTERS 0
NUMBER OF DEPTH LIMITING TANGENTS 1
NUMBER OF VERTICAL SECTIONS 11
NUMBER OF SOTL LAYER BOUNDARIES 7
NUMBER OF PORE PRESSURE LINES 1
NUMBER OF POINTS DEFINING COHESION PROFILE 4
OSEISMIC COEFFICIENT S1,S2 = .00, .00
OUNIT WEIGHT OF WATER = £2.40
OSEARCH 1S BASED ON BISHOP MODIFIED METHOD
SEARCH STARTS AT CENTER ( 350.0, .0) WITH FINAL GRID OF 10.0
7 L CIRCLES TANGENT TO DEPTH, 135.0,
~—OUEOMETRY
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 112.5 430.0 165.0 500.0 600
T. CRACKS 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150
W IN CRACK 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150
BOUNDARY 1 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 150.0 150
BOUNDARY 2 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 160.0 160
BOUNDARY 3 100.0 100.0 100.0 100.0 100.0 100.0 135.0 140.0 150.0 160.0 160
BOUNDARY 4 135.0 135.0 135.0 135.0 135.0 135.0 135.0 140.0 150.0 160.0 160
BOUNDARY 5 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 150.0 160.0 160
BOUNDARY 6 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 165.0 1¢5.0 165
BOUNDARY 7 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200.0 200
0SOIL PROPERTIES
0 LAYER COHESION FRICTION ANGLE DENSITY
1 .0 .0 62.4
2 .0 6.0 35.0
3 -1.0 .0 110.0
4 -1.0 .0 115.0
5 .0 33.0 120.0
6 : .0 36.0 125.0

OPORE PRESSURE DATA
COORDINATES OF EQUI-PRESSURE LINES
0 SECTIONS 100.0 150.0 150.0 250.0 250.0 290.0 412.5 430.0 465.0 500.0 600
LINE 1 140.0 140.0 140.0 140.0 140.0 140.0 140.0 140.0 150.0 150.0 150
""PECIFIED COHESION VS DEPTH

RN DEPTH COHESION
100.0 400.0
135.0 400.0
135.0 700.0

150.0 700.0



BISHOP MODIFIED AND/UK UHDINAK)Y

LEES LANE LANDFILL (UNDRAINED CASE - LOWER PROPERTIES)
FS{BISHOP)

ONUMBER TANGENT RADIUS

WO W=10 O W

10
11
12
13
14
15
16
17
18
19
20
21
22
OF.S.

135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
135.0
MINIMUM=

135
135
1556
135
115
115
125
115
105
115
125
105
105
105
85
95
95
85
105
105
85
85
1.145

.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0
.0

F

(X) CENTER

350.0
330.0
350.0
370.0
350.0
340.0
350.0
360.0
350.0
330.0
340.0
340.0
330.0
350.0
340.0
330.0
350.0
340.0
330.0
350.0
350.0
330.0

(YY)

CENTER

-20

20.
20.
10.
20.
30.
20.
10.
30.
30.
30.
40.
40.
40.
50.
30.
30.
50.

50

.

COOOCCOOOQOOCCOOOCcCOTC OO OoC

OR THE CIRCLE OF CENTER

{

Pk bt ek pd ek pad bk ek pmd pnd bk e bed ek hed ek ek ped ed el e

340.0,

ME1IHUD Ur >Liotrd

.161
.211
.176
.302
. 157

150

. 157
220
.161
. 187
.158
.145
.178

161
145

171
.174
152
.178
.161
.199
170

40.0)

FS({OMS)

Pk pd ok ek ot b pund  d ek fmed ek b pd e ot et e e ek d e d

.161
211
.176
.302
.157
. 150
<157
.220
.161
. 187
.158
.145
.178
.161
. 145
171
174
. 152
178
.161
.199
.170

#3



EBASCO SERVICES INCORPORATED
CALCULATION COVER SHEET

CLIENT: EN/RONATIERTHe [PROTECT O FGETY

PROJECT: CERS LANE LANOF/LC, TECFERSON Cocn'Ty’, LEN TNk y

SUBJECT: Sore SPASPCE OBT7P , SrEvE PRSP s

OFS. NO. ¥#23Gc.72Z/ DEPT. Sos

CALCULATION NO. 2 NUMBER OF SHEETS <
(including this sheet)

SUT ERSEDES CALC. NO. N/A

REV. CAIC BY CHECKED BY

oy REVISION DESCRIPTION Name* /Date Noma*/Date
0 NOT APPLICABLE LA ENFG/MESS /G

* FULL SIGNATURE (FIRST NAME, INITIAL AND LAST NAME)




C . LAW ENGINEERING TESTING COMPANY
SOIL SAMPLZ DATA

PRCJECT NAME & NO, ARE EBASC SERVICES, INC. 705.502
BORING NUMBER IS BS-1

SAMPLE IDENTIFICATION IS MED BR VSL CL SA

SIEVE ANALYSIS

SIEVE #CUM WT PERCENT
NUMBER RETAINED FINER

4 6.2 98.6

8 13.7 97.0
16 23.7 94.8
30 47 .4 89.6
50 254.5 44.4
100 402.0 12.1
200 417.8 8.7

GRAIN SIZE DISTRIBUTION
1.4% GRAVEL 90.0% SAND 8.7% FINES
UNIFORMITY COEF = 26.26 COEF OF CURVATURE = 4,37



LAW ENGINEERING TESTING COMPANYV
SOIL SAMPLE DATA

PROJECT NAME & NO. ARE EBASCO SERVICES,INC., 705.502
BC.)ING NUMBER IS BS-2
SAMPLE IDENTIFICATION IS MED BR VSL CL SA

—

SIEVE ANALYSIS

SIEVE #CUM WT PERCENT
NUMBER RETAINED FINER

4 10.3 98.6
8 23.6 96.8
16 38.3 94.8
30 74.9 89.8
50 400.8 45.4
100 653.2 11.0
200 673.1 8.3

GRAIN SIZE DISTRIBUTION
1.4% GRAVEL 90.3% SAND 8.3% FINES
UNIFORMITY COEF = 22.52 COEF OF CURVATURE = 3.99
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LAW ENCGINEERINC TESTING COMPANY
SOIL SAMPLE DATA

PROJECT NAME & NO. ARE EBASCC SERVICES,INC. 705.502
BORING NUMBER IS BS-3

SAMPLE IDENTIFICATION IS MED BR VSL CL Sa

SIEVE ANALYSIS

SIEVE #CUM WT PERCENT
NUMBER RETAINED FINER

4 13.9 97 .9
8 27.8 95.9
16 42.5 93.7
30 76.5 88.6
50 366.1 45.7
100 583.7 13.4
200 604.7 10.2

GRAIN SIZE DISTRIBUTION
2.1% GRAVEL 87.7% SAND 10.2% FINES
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100
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GRAIN SIZE IN MILLIMETERS

Vol} 0001

B e

GRAVEL SAND

FINES

COARSE |

FINE COARSE] MEDIUM | FINE

SILT SIZES | CLAY SIZES

BORING NO.

Ba

DEPTH OR ELEV.

DESCRIPTION OR CLASSIFICATION

—ﬁ

Sample

MOISTURE %

LIQUID LIMIT

PLASTIC LIMIT

PLASTICITY INDEX

Medium Brown Sand

GRAIN SIZE DISTRIBUTION

JoB No. 705.87.502

LAW ENGINEERING TESTING COMPANY
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GRAIN SIZE IN MILLIMETERS
OuL COBBLES GRAVEL SAND FINES
DER COARSE | FINE COARSE] MEDIUM | FINE SILT SIZES ] cLAY siZes
DESCRIPTION OR CLASSIFICATION
BORING NO. ag Sample J
= Yediom Brown SAND GRAIN SIZE DISTRIBUTION
DEPTH OR ELEV. gdlum Brov

MOISTURE %

JOB NO. 705.87.502

LIQUID LIMIT

PLASTIC LIMIT

LAW ENGINEERING TESTING COMPANY
PLASTICITY INDEX
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GRAIN SIZE IN MILLIMETERS
oul . eeLES GRAVEL SAND FINES
DER COARSE |  FINE COARSE] MEDIUM |  FINE SILT  SIZES ] CLAY SIZES
DESCRIPTION OR CLASSIFICATION
BORING NO. o
P-&le—eé GRAIN SIZE DISTRIBUTION

DEPTH OR ELEV. Medium Brown SAND

MOISTURE %

JoB No. 705.87.502
LIQUID LIMIT

PLASTIC LIMIT

LAW ENGINEERING TESTING COMPANY

PLASTICITY INDEX
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BORING NO. ag -Sample 1 DESCRIPTION OR CLASSIFICATION

e Mediun Brown SAYD GRAIN SIZE DISTRIBUTION

MOISTURE %

705.87.502
LiQUID LIMIT JOo8 NO.

PLASTIC LIMIT

LAW ENGINEERING TESTING COMPANY
PLASTICITY INDEX




EBASQD SERVICES INCORPORATED
CALCULATION COVER SHEET

CLIENT: =4
LEES LANE LIIOFUL , TEAFERGA COINTY, b~ I tE s

PROJECT:
SUBJECT: GRa#/N S/IZE FNALYS/S & S JERDALG LMPTS O Sorc.

OFS. NO. dZ5@. 72/ DEPT. S50%

CALCULATION NO. & NUMBER OF SHEETS /8
(including this sheet)

SUPERSEDES CALC. NO. __ A/¢

REV. CALC BY CHECKED BY

o, REVISION DESCRIPTION Name* /Date Nome*/Date
0 NOT APPLICABLE NOS CorrForRpTION 5/27/97

* FULL SIGNATURE (FIRST NAME, INITIAL AND LAST NAME)



REM Il PROGRAM CHAIN OF CUSTODY AND TRAFFIC RECORD

EBASCO SERVICES INCORPORATED

EBASCO Qharge Number Sampling Firm: [ZB8ASCO S&£V, | Ship To: )\& C.orR OO RATLON Shipping Information:
42,347 Sa : 5350 Campbells Runkd 20 12
pling Cantact: N me of Carrier
Site Name/Code: L Loofl / 2 Mv‘s\n N\\Mbb\m\.. , PA /5 208 lE\ |
_lexzs }\Q.M %D ce2-2107 A e Cosgrove Date m...vmm 7070
= =5 (Phone) Airbill Number
Samplers (Signature) » &£ % .\
g |3k
T8 |V
S5 S %s
Sample No. Date Time Station/Location z0 A REMARKS
£-01 SHI8/eA (&t Tr-5h¢") / X
P-oz2 ho/87| 12:28|TRN ( 0-¢") I X
P-o053 Slaohd 12:24|TP-12. (o-¢")| 1 X 4
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P -05 strof87 105D TP~1¢¥ (o €} / X
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Relinquished by Date Time zMon:ia .w< zoh_m:.n:_ﬂ:oawg Date Time Received by (Signature)
(Signature) Q\ sb\%\ (Signature gnature
\Qms L
Q\h\%\ 3o D
Relinquished by Dste Time Regeived sﬁ Relinquished by Date Time Recelved by (Signature)
(Signature) ignatyse) /o e (Signature)
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Relinquished by Date Time |/ zmn\o?&w.o:\\ Date Time Remarks:
(Signature) ..Muoi.o by
§\L& y74)
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Distribution: Original Accompanies Shipment; Second Copy to RLSC Files; Third Copy to Project File




I NUS o, FBASTO, swe. /70572 77

CORPORATION Project ..... B
Com TestBore 1.77.2.... Sample ............... Oeomn 0-6.‘.'...‘
o A Halliburton pany OatoMecoived ........ccevnnnnnn. O Testss .5 /D7, ..
GRAIN SIZE ANALYSIS & TOBtOOBY ...covviioonrienntreionnioncctriotitteneeenneiennennss
ATTERMG UM'Ts OF SOl L M“.’ .......................................................
ATTERBERG LIMIT NM
N.M.C. LL. PL PL.
Contaner Na D~
Wt Sarrgle 8 Tore Wet
w1, Savpie & Tore Ory 483 2
wi. of Water
wt. of Tare /(7.2
wt of Dry Soil 365.9
Percent Moisture
NMC 3 /e N2z __ Ll.:
CLASSIFICATION: m NLY:‘E‘ T'fm Fed SOITI l. f 'M 7 {gm
Porticle Sieve. .. Retoned_of Wt | Cumulgtive  of NT
AASHO» § Size (mm) $n Weight (gm.) Percent % Retained | "% Pass
UNIFIEDs 9 =
E 19.0 3/4 0.0
12.7 uzT ‘A O
© 9 .52 8 . | 0.2 _fev.0
g 4.76 Na & .. 6.2 o1 o./ 927-2
2 .00 Ne. 10 . | /- 2303 o.4 _92.%
- # 10297 | —
Pornide Sieve - Retained of W, Cumulative of W Cumuigtive of AN
S Size(mm) Sire wWagh (gm) Percent % Retcined %~Possing | YaRetqined * | YPcisrg T
ol0.920 | mo. 40 | D3 0.¢ 0. £2.¢ 0. & 226
o) o. 250 Ne. 60 | /.0 do 2.C sz2Y 2.6 226
|
2llc.c7a | ne. 200 |50 2o (2.6 829 /2.57 82.¢
- 1 — —
MYOROMETER . ANALYSIS OF MATERIAL PASSING No. ..L. SIEVE
HYCROMETER NO gedee¥ SP 6R USED 2.6F SP GR CORR,0 ./ . CRY SAMPLE W1 :Wi: SP.0 'z~
| ) Time Temp Onignol Carected e POSING Ponticle : | umuisie
Time Min. | Hydro. Reading Correction Hydraaﬂminq IO Ra=W, | Site (mm) {%Poseng :f:w.'
_F00 am .
2:05 pm s |22 2 | Fx 26,5 229 ]g& 22-2
J | .-
£0:0° 40 | g ‘ 2 20 =5 295 947.0 ot .8
P00 am 1/v#0 | 230 | 17 55 /At 23.3 Agu__l_za_l__

|

» The cumuiative percent passing the Na 10 Sieve of ‘wr —100x tne respective percent retained of Wi
an The cumulgtive percent passing the No. 10 Sieve of ‘Ar—I100xthe respective percenmt passing ot Wi
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NUS

- pmlmNo ‘ .......... o ............... Lab No /76(/)??
)  Haliburion Company Tatsors TLLL.... Samgle <.............. Y 4
OateRecoived ...........cevvnnn, OawTostes ... ... ... ...
GRAIN SIZE ANALYSIS & Tosted By ......... gesesons e ererieeses s ettt e et e haaan ..t
ATTERBURG UMlTs OF SO' L CRocROABY ....occorivnirinincisionnceoserererinensenanenirnnnnnns.
ATTERBERG LIMIT NMEC.
N.M.C. LL. PL. PL.

Contaner Na D-3 '

wt Somge 8 Tore Wet

wt Sarpie & Tore Ory JFlo3

wt. of woter

wi. of Tare Vv A

wt. of Ory Soil _39°. 9

Percent Moisture

NMC.3 e L3 Pl L) T (WL E

CLASSIFICATION: GRAIN 575 ANALYSIS Total Dried Somple Wr.s 395,95 qm

Poryncll Sieve Retained of WT Cumylotive  of NT
AASHOs .§ Size (mm) Size Weight (gm.) Percent ¥ Retained % _Pass
UNIFIEDs o
i'i’ 19.0 e ! 6.0
| I 1/2 s 8.0
v 9.52 3/8 n.O
5 4 .76 No 4 0.0
S 2 .00 Neo. 10 o.0 0.0 © .0 .0
(S R pL I
_w3 /0.57 — — 1

] Pande Sieve Retained of w, [ Cumuiative of w.- Cumulotive of #-

g Size{mm) Sze weight (gm) Percent s Retained % Passing “eRetained * | %Passrg
| ollo.a20 No. 40 {.R 2.4 2.9 22C 29 22.¢
Jo IO 250 No. 60 4, 2 &9 r70.8 8?22 /08 292
i |

ellccrea | Ne. 200 (7.6 /5.2 2¢.0 24 2¢.0 240

“w

HYOROMETER ANALYSIS OF
2.5

MATERIAL PASSING No.Z2 _ SIEVE
iy 2

HYCROMETER NO.(?‘_QI SP. GR. USED SP GR.CORR. g CRY SAMPE Wi 2 Wi:S0.0 =~

Time Th:::.‘ ' Temp Hyd?:.q:?:qu Correction Hy?r’;.cﬂ'::dinq |o./6 :O:S;ﬂqw' Si?l";:\':n) %:P::::;em

|| 9.0 am 2 e
207 am | 5 |22 | 29 HIEK £ FY A 1 .09 ¥2.°
r00Y ¢° ' 2.5 lD-{ l 5.6 /772 228.- ‘907' 298
20V am | /490 | 20 /73 59 2/ AL 2O (- /9.

T

"= The cumuigtive percent possing the Na. 1O Sieve of ‘wr —100x the respective percent retained 0

an The cumuictive

percent passing the No.

10 Sieve of ‘Wr=100xthe respective percem passing ~of

W
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ax The cumuigtive

percent passing the No.

10 Sieve of ‘Ar=100xthe respective percent passing

— NUS ProjectNo. FLaco ... Lasne. 770 STR77
CORPORATION ] Proieet ceeeeeeieeieiieeeeeeeeeetree e eee e e eeneeeeeaaan
-0 e 77
OAHa“lbuﬂOﬂ Company Tmm.'?f...o..... Sample ............... Ceon .26
OatoRecoved .................... CewTostes ..................

» GRAIN S'ZE ANALYS'S a TOMO DY ....ociniunenirencncarascosesteesestoreenninsroseencnnnss
B ATTERBURG LIMITS OF SOIL CNOCKOEBY .....couivimeiiiiicnttonseretsrnitiitiiarennnccneniienss
ATTERBERG LIMIT NMC.

N.M.C. LL. PL. PL.
Contaner Na V)
wt Somgie 8 Tore wet .
wt. Sarple & Tore Ory 728 9
W1 of Water
wi. of Tare /7.7
wt. of Ory Soil 56l.0
Percent Moisture '
2 s NE WNCE L= LL=-PL]:
CLASSIFICATION: | LY S| Total Dried Sample Wt.® s¢r.© {gm)t
Forticle Siove- Retoined of WT Cumulative  of NT
AASNOS S Size (mm) Sn weght(gm) | Percent | % Retained | %53
UNIFIEDS O
JE 19.0 I go.0 0.0 0.0 oo >
2.7 R 3.9 0.6 0.6 -29.49
v 9 .52 3/8 5.2 o .9 [S IS -
| § 4.76 Ne & .8 1.2 2.7 7.5
2 .00 Ne. 10 - y/ N .0 4.7 s
7 ‘: ©
378 |6 T -
‘ Pamde Sieve Retained of w, Cumuiative of W, Cumuiative of Ae
g Size(mm) Sze- waight (gm) Percent °4 Retained % Passing % Retcined * | YPoisrg ™
' ol o420 Ne. 40 £ 27 2y 2" 88.¢ 0.7 &Y.y
ol 0.250 | No. 80 | /7.5 23,0 24. Y eS¢ 328 2.5
t
| gllc.cra | No. 200 | 2.7 254 576 ¥0.2 52,6 383
w
HYODROMETER -« ANALYSIS- OF MATERIAL PASSING No_L. SIEVE
HYCROMETER NOM&E[ SP GR. USED 2.5 _ SP GR.CORR., 0 £ ___ CRY SAMPE Wt W 2 $0.0 "=m
. Time | Temp Onqinat Carected % Pasung Porticle . | lumuis: e
! Time Min. | *C | yaro Reading Coreection Hydra Reading | 100 Ra =W, | $ize (mm) {%Poseng 4~
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! ; ) .- . il
008 am | go '3t8 | ,5 =6 .4 /8.8 -89 £ 439
; - 2
2’08 vt | 20 /0.5 5.9 Y. ¢ 72 K_di = 8.8
1
1.
e The cumuigtive percent passing tne Na 10 Sieve of 'Wr =100 the respective percent retcined of W
of Wi
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ENUS
O A Haliburion Company

GRAIN SIZE ANALYSIS &
ATTERBURG LIMITS OF SOIL

_ ATTﬁBERG LIMIT N.M.%

.............................

--------------------

................

.................

.........................................................

.......................................................

N.M.C. LL. PL. PL.
‘| Contaner Na Q-/0
wt Sompgie & Tore Wet
wt. Sarple & Tore Ory 594
W of Woter
wi. of Tare 119
wt. of Ory Soil . of72.0

Percent Moisture

L=

| . -
Total Dried Sam

‘ SIZE ANALYSTS : le W3 < 720 (om)
Q'ASSIFICAT‘ON Porticle Sieve Retained of WT Cumulative  of NT
AASHO® .S Size {mm) S werght (gm) Percent | % Retoined | % Pass.
UNIFIED ]

) Sl 9.0 3/4 " 0.0

- 12.7 2 0.0
© 9 .52 3/8° 0.0
| § 4.76 Mo & 0.0 °.0 o.o ‘198.8
. 2 .00 Ns. 10 X [ o.( 99.9
oy 7277 IO I B I
l Portide Save- Retcined of w, —T Cumulative of W, Cumuigtive of WN-
S Size{mm) Sae Waight (gm) Percent % Retained %~Possing | “eRetained * | %Poisrg
‘ ol 0.420 | ne. 80 0.2 o °.9 77.C 0.4 2.~
< |0 2%0 No. 6O 0.2 LE 2.2 Z2Z.8 22 Fr?
l gl o ca Ne. 200 18.4 37.2 324 0. I _&a.7
e ]
HYODROMETER :-ANALYSI§ OF MATERIAL PASSING No 2 _ SIEVE ,
HYCROMETER NO @adecd SP GR USED3:5 —  SP GR.CORR,0 CRY SAMPE Wi 3Wizgv.0 ‘==
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Nus ProjectNo FERSCO . Lone. /705 1%
CORPORATION PIOMICE ..oeoeueeenenerenennenrraraerereereeteeeneenenrenarnen e
o AHa“lDUﬂOn Ca“pany TestSore 7..7..’...( f.. Sample ............... Deotn 0“‘ 7’
OatsRecoived ..........c.oconunns OstoTestag ..................
3 GRAIN S'ZE ANALYSIS a8 TG BY ..cvcvviiooreretriseiincarosessstennnnnesunsresnsnncnnss
ATTERBURG LM'TS OF SO' L ORI DY «.vvcuiererornesroncrsiocesstsrsoreransasansonncaranens-
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wr Sompme 8 Tore Wet
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wt. of wWate
Wi, of Tare 187
wi. of Ory Soil 4313.0
Percent Moisture
NMC 1A NE L Prr . Plili-p
CLASSIFICATION: SICE ANALYSIS Total Oried Sompie Wi. s ¥33.0 (gm
Porticle Sieve Retoined of W?T Cumuigtive  of NT
AASHO _; Size (mm) Sm Weight (gm ) Percent % Retoined % Pass
UNIFIEDs o z
© 19.0 3/4 0.0
*"' 12.7 1/2 0.0
®© 9 .52 3/8 - 0.0 2.0 0.0 me.0
§ 4.76 No 4 0.5 o1 o_( 77. 7
: ||
] Porticte Sieve Retained of w, Cumuigtive of W, Cumulative of WNe
s Size{mm) Sze Weight (gm) Percent *, Retoined %Possing | YeRetcined * | YpPossrg **
ollLo. 420 Ne. 40 0.7 LY 7.9 Iz 7Y 72.7
oll0. 2% No. 60 z. ! 2.2 2 £ %Y 3. 6 »s.7
i |
gl c.cra [ No. 200 [¢3.2X 244 30,0 20,0 22€ 25
[F'S { -
HYDROMETER - ~ANALYSIS “OF MATERIAL PASSING No. L8 __ SIEVE _
HYCROMETER NO&M SP_GR. USED 2.5 __  SP GR CORR g CRY SAMPE ‘Mt sWi280.© ‘-m
) Time Temp Onginol Corract Carectad '/. Possing Porticte ' | Cumuictie
Time Min. | °C | ryoro.Reading TN | Hydro Reading| 100 Ra =W, | Size (mm ) [%Possng f 4~
’ |
F:2/ aml 5 122 | 3 X 255 570 | .aal. So.¢
. [
10-'/.“‘-1_&2 122 | 218 KA pi 22.0 7. =X
i L R JL R
2°7% am oy | 20 72 P s9| wFCl | Pvrr | 0N o m
[

=0 The cumuigtive percent passing the No.
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EBASCO SERVICES INCORPORATED

CALCULATION COVER SHEET

CLIENT: =, A4
PROJECT: LEES LPAE LUINOFIL , TEFFLELIN COUNIY , L7 ehc kS
SUBIECT: CEFOZS OF GRWN $/2E JES) LEsern ;s
OFS. No, #23&.72/ DEPT. So3%
CALCULATION NO. 7 : NUMBER OF SHEETS 8

(including this sheet)
SUPERSEDES CALC. NO. Wd
REV. CAIC BY CHECKED BY
oy REVISION DESCRIPTION Name* /Date Nome*/Date
0 NOT APPLICARLE LI ENGNEEZWS /2987

* FULL SIGNATURE (FIRST NAME, INITIAL AND LAST NAME)




cc: Bob Howard - NY 7/7 @

LAW ENGINEERING

GEOTECHNICAL, ENVIRONMENTAL
& CONSTRUCTION MATERIALS
CONSULTANTS
June 24, 1987

EBASCO Services, Inc
145 Technology Park
Atlanta, Georgia 30092
(404) 449-5800

Attention: Mr. Keith A, Kessler, P.E.

Subject: Report of Grain Size Test Results
Lees Lane Landfill
Louisville, Kentucky
Law Engineering Project No. 705.87.502

Gentlemen:

Law Engineering is pleased to submit the results of grain size
vests for the Lees Lane prcject. Our services are provided in
accordance with our Work Authorization Sheet dated June 19, 1987.

Three bag samples of sand bedding material were delivered to our
of fice by Mr, Robert E., Howard of EBASCO Services, Incorporated.
The samples were tested in accordance with ASTM D422, Particle -
Size Analysis of Soils.

The test results are shown on the attached data sheets and Grain
Size Distribution Curves,. ’

I1f you have any questions concerning these test results, pleasc
contact me.

Sincerely,
Law Engineering

Richar ;Z Mazzoni, P.E.
Construction Services Manager
RJIJM:dar

Attachments

11125 DECIMAL DRIVE
'LOUISVILLE, KY 40299
'502-267-4181



LAW ENGINEERING TESTING ZOmPonv
SOIL SAMPLZ DARTR

PROJECT NAME & NO. ARE EBARSCO SERVICES LEZ3 _ANE 2R0JEC7
BORING NUMEBER IS Sample 1
SAMPLE IDENTIFICARTION IS DARK BROWN SLIGHTLY SILTY SAND

SPECIFIC GRAVITY = 2.68
NATURAL MOISTURE CONTENT = 7.0 PERCENT

SIEVE ANALYSIS

SIEVE #CUM WT PERCENT
NUMEER RETAINED FINER

4 9.6 298.7
8 22.7 97.0
16 38.9 : 94.9
30 76.3 90. 0
=0 412.8 5.7
100 633. 2 14,1
200 £73.3 10.6

PLASTICITY PROPERTIES OF MAT. PASSING NO. 40 SIEVE
SOIL SAMPLE IS NON-PLASTIC

GRAIN SIZE DISTRIBUTION
1. 3% GRAVEL 88. 1% SAND 10.6% FINES



LAW ENGINEERING TESTING COMPANY
SOIL SAMPLE DATA

PROJECT NAME & NO. ARE EBRSCO SERVICES LEES LANE PROJECT

BORING NUMEKER IS SAMPLE 2
SAMPLE IDENTIFICATION IS MEDIUM BROWN SLIGHTLY CLAYEY SAND

SPECIFIC GRAVITY = .68
NRTURAL MOISTURE CONTENT = S.6 PERCENT

SIEVE ANALYSIS

SIEVE #CUM WT PERCENT
NUMEBER RETAINED FINER

4 8.3 93.¢
8 17.8 98. &
16 z8.8 87.1
.0 S53S. 2 4. 4
S0 40S. 3 S9.e
100 74%5. 3 24. 9
200 815.5 17.8

PLASTICITY PROPERTIES OF MAT. PASSING NO. 40 SIEVE
SOIL SAMPLE IS NON-PLASTIC

GRAIN SIZE DISTRIERUTION
. 8% GRAVEL 81.3% SAND 17.8% FINES

UNIFIED SDIL CLASSIFICATION IS SM



LAW ENGINEERING TESTING COMPANY
SOIL SAMPLE DATA

PROJECT NAME & NOD. ARE EBASCO SERVICES LEES LANE PRQOJECT

30RING NUMSER IS SAMPLE 3
SAMPLE IDENTIFICATION IS MEDIUM BROWN SLIGHTLY CLAYEY SAND

-
.

SPECIFIC GRAVITY = 2.68
JRTURAL MOTSTURE CONTENT = 9.6 PERCENT

SIEVE ANRLYSIS

SIEVE #CUM WT PERCENT
NUMBER RETARINZD FINER

4 S.3 93.5
8 11.5 99. 0
16 18.2 38. 4
30 37.7 296. 7
S0 430. 8 S6. 4
100 847.8 24. 7
270 914.2 18.8

N

PLASTICITY PROPERTIES OF MAT. PASSING NO. 40 SIEVE
30IL SAMPLE IS NON-PBLASTIC

GRAIN SIZE DISTRIERUTION
«35% GRAVEL 80.6% SAND 18.8% FINES

UNIFIED SOIL CLASSIFICATION IS SM
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BOUL COBBLES GRAVEL SAND FINES
DER COARSE | FINE COARSE] MEOIUM | FINE SILT SIZES ] CLAY SIZES

OESCRIPTION OR CLASSIFICATION

BORING NO. Bag Sample’l
DEPTH OR ELEV.
MOISTURE % 7.0

LIQUID LiMT

PLASTIC LIMIT

PLASTICITY INDEX

park Brown Slightly Silty Sand

GRAIN SIZE DISTRIBUTION

JoB No.705,87,502

LAW ENGINEERING TESTING COMPANY
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BOW] . epLES GRAVEL SAND FINES
DER COARSE |  FINE COARSE] MEDIUM | FINE SILY SIZES ] cLAY S1ZES

BORING NO. Iﬂgg Sample 2 DESCRIPTION OR CLASSIFICATION

GRAIN SIZE DISTRIBUTION

DEPTH OR ELEV.

MOISTURE % 9.6 edium Brown Slightly Clayey Sand

705.87.502
LIQUID LIMIT JoB No. 705.87.502

PLASTIC LIMIT

LAW ENGINEERING TESTING COMPANY
PLASTICITY INDEX
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BORING NO.

hag Sample 3

DESCRIPTION OR CLASSIFICATION

DEPTH OR ELEV.

MOISTURE %

9.6

LIQUID LIMIT

PLASTIC LIMIT

PLASTICITY INDEX

Medium Brown Slightly Clayey Sand

GRAIN SIZE DISTRIBUTION

JoB No. 705.87,.502

LAW ENGINEERING TESTING COMPANY
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Project Identification
No. E-4236

REM III EPA Contract
No. 68-01-7250

EBASCO SERVICES INCORPORATED, ENGINEER
EBASCO SPECIFICATION E-4236-C-1

EARTHWORK
PURCHASER: ENVIRONMENTAL PROTECTION AGENCY
OWNER: ENVIRONMENTAL PROTECTION AGENCY
PROJECT: LEE'S LANE LANDFILL
LOCATION: JEFFERSON COUNTY, KENTUCKY

P

Prepared ::z;r‘;he supervision of

I e A
~ G. A. Kanakaris

Date: ¢l /%7

Kentucky PE License No. /3%74

On acceptance of an Order involving this specification, the Contractor is
understood to have accepted complete responsibility for engineering,
design, workmanship, material, performance of equipment and material and
all other obligations under the Order and for the supply of equipment which
will provide the performance specified.

Spec Prepared Reviewed Approved Pages
Status Date leA Affected
}0\—
Original  06-24-87 ‘/ ;4 K ssler ﬂj y
Rl 09-24-87 K“p}}/ g° g " 1, 1
R2 12-01-47 Sepi? 1\ ssler

j&gfy 6
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Ebasco Specification EPA-4236-C-1 Project Identification
Excavation, Backfill, Filling and Grading No. E-4236

Revision No. O

1.0 SCOPE

1.1.1 General - This specification covers the technical requirements
for clearing and grubbing. The Contractor shall perform high quality
construction work meeting the requirements of this specification.

1.1.2 Definitions - The term "Engineer” shall mean Ebasco Services
Incorporated and the term "Contractor” shall mean the organization
contracted by the Environmental Protection Agency to perform site work.
The term "Owner” shall mean the Environmmental Protection Agency.

1.1.3 Work to be Performed by Contractor - The Contractor's work
shall consist of clearing and grubbing to the extent indicated on drawings.

The Contractor shall exercise extreme care to preserve and avoid damage to
trees, shrubs and other vegetative cover in areas outside the clearing and
grubbing limits, and shall not enter any of these areas without prior
written comsent.

The Contractor's work also shall include erosion and sediment control as
necessary to protect the Ohio River and surrounding environment.

1.1.4 Work to be Provided by Engineer - Erosion and Sediment Control
Technical Specification 2.0, "Erosion and Sediment Control.”

1.2 REFERENCES

1.2.1 General - The services provided and equipment used in the

performance of the work described by this specification shall comply with
the State and local ordinances, including those relating to the prevention
of forest fires.

1.2,2 Project Drawings
Location Map Drawing E-4236-D-1 - Sheet 1 of 7
Site Plans Drawing E-4236-D-1 - Sheet 2, 3 & 4 of 7
1.3 MATERIALS (None)
1.4 TECHNICAL REQUIREMENTS
1.4.1 General — All clearing, grubbiné, and handling of debris shall

proceed in a manner to avoid interference with other work in progress.

1.4.2 The term "Clearing and Grubbing” shall mean the complete
removal and disposal of all standing trees including their root systems
along with all brush, bushes, shrubs, stumps, vines and their associated

R1



Ebasco Specification EPA-4236-C~1 Project Identification
Clearing and Grubbing No. E-4236

Revision No. 0

root systems, as well as any deadfalls, trees cut by others, wood fencing,
wood structures, and other wood debris and any man-made objects such as
concrete blocks, rubber tires, etc. in the areas to be cleared and grubbed.

1.4.3 Description of Services - The Contractor shall provide all
items of labor and equipment necessary to perform the work of clearing and
grubbing.

The Contractor may employ any practical means for performing the work,
including such equipment as tractors and chains, bulldozers with brush
hooks or rakes, or ax and chain saw, such that the specified requirements
for clearing and grubbing are accomplished.

When bulldozers can be used in areas to be cleared and grubbed, the
Contractor shall, wherever possible, push or pull over trees, extracting
roots all 1n one piece.

All grubbing holes and depressions resulting from tree root and stump
removals shall be backfilled and compacted by track-walking until no
further settlement is noted under the equipment weight, and graded to
conform to the surrounding ground contours. Piles of soill resulting from
stump removal shall be levelled by rough-grading. No materials from the
designated contamination zone (site boundaries) shall be moved outside the
contamination zone without approval of the USEPA.

l.4.4 Erosion and Sediment Control - Control of erosion from
disturbed, cleared, or cleared and grubbed areas may involve the use of
ditches, dikes, hay bales, silt screens, small sedimentation ponds or any
other practical means to minimize sediment discharge t the Ohio River or
natural channels outside the areas being worked. The installation of such
control devices shall be the sole responsibility of the contractor. The
erosion and sediment control will be as per the plan approved by the
Engineer and in accordance with Technical Specification 2.0, "Erosion and
Sediment Control.”

1.5 ENGINEER'S OBSERVATIONS

The Engineer shall observe the clearing and grubbing operations and record
the observations of such activities in field log books for the purpose of
developing the Operations and Maintenance plan. Any deviations from the
specifications will be reported to the Contractor and the Owner for repalir.



TECHNICAL SPECIFICATION

2.0 Erosion and Sediment Control




Ebasco Specification EPA-4236-C-1 Project Identification
Excavation, Backfill, Filling and Grading No. E-4236

Revision No. 0

2.1 SCOPE

2.1.1 General - This specification covers the technical and other
requirements for controlling erosion and limiting sediment discharge of

turbid runoff water from the site during construction operations on the
project.

2.1.2 Definitions - The term "Engineer” shall mean Ebasco Services
Incorporated and the term "Contractor shall mean the organization
contracted by the Environmental Protection Agency to perform site work.
The term "Owner” shall mean the Environmental Protection Agency.

2.1.3 Work to be Provided by the Contractor — The Contractor's work
shall include, but not necessarily be limited to, the construction and
maintaining of berms, ditches, traps, impermeable liners, silt fences and
other erosion and sediment control measures; preparation of slopes; and
cleanup and phase-out of the erosion and sediment control measures upon
completion of remedial construction activities.

2.2 REFERENCES

2,2.1 General - Services furnished shall be in accordance with the
codes and standards listed in Paragraphs 2.2.2 and 2.2.3. Later editions
may be used by mutual consent in writing between Contractor and Engineer.
In addition to the above codes and standards, Contractor shall comply with
the State or local ordinances, laws and regulatioms.

2.2,2 Listing
EPA - Environmental Protection Agency
EPA-430/9-73-007 - Processes, Procedures and Methods to
Control Pollution Resulting From All
Construction Activity

Federal Regulations

Section 402 of the Federal Water Pollution Control Act -
Amendments 1972

40 CFR 423, Subpart D - Area Runo’f Subcategory

2.2,3 Project Drawings
Location Map Drawing E-4236-D-1 - Sheet 1 of 7
Site Plans Drawing E-4236-D-1 - Sheet 2, 3 & 4 of 7

Rl



Ebasco Specification EPA-4236-C-1 Project Identification
Erosion and Sediment Control No. E-4236

Revision No. O

2.3 MATERTALS

2.3.1 Ditch Lining - Drainage ditches as required by the Owner shall
be lined with impermeable liner as approved by the Engineer. The liner
shall contain no fillers, extenders or any detrimental additives.

2.3.2 Silt Fences - Drainage ditches as required by owner shall be
constructed with silt fence barriers placed at 500 foot spacings across the
ditch. Silt fences shall be constructed using commercially available fence
posts and Mirafi 140 filter fabric or approved alternates.

2.3.3 Sediment Traps - Sediment traps constructed of bales of straw
or (hay) or Mirafi 140 or substitute shall be constructed as required to
trap sediment.

2.4 Description of Services

2.4.1 Contractor shall provide all labor, equipment and materials
necessary to construct erosion and sediment control measures to control
erosion and limit sediment discharges from construction operations. Such
measures shall include the construction of temporary berms, diversion
ditches, dike checks and sediment structures (traps, silt fences,
impermeable liners), and the use of mulches, mats, seeding or other control
measures as necessary.

2.4.2 Contractor shall incorporate all control measures at the start
of construction operations in accordance with this specification or as
directed by the Owner. Temporary control measures shall be used to correct
conditions that develop during construction operations and have not been
foreseen during the design stage; that are needed prior to the imstallation
of the design control measures, or that are needed temporarily to control
erosion and 1imit sediment discharges that develop during normal
construction practices but are not associated with the design control
measures of the project.

2.4.3 The Contractor shall comply with the design drawings and intent
of this specification to prevent water pollution to the maximum extent
possible.

2.4.4 The Contractor shall make every effort to minimize erosion from
clearing and grubbing, and excavation, including, but not limited to the
following:

2.4.4,1 No materials from the designated contamination zone (site
boundaries) shall be moved outside that zone.



Ebasco Specification EPA-4236-C-1 Project Identification
Erosion and Sediment Control No. E-4236

Revision No. (

2.4.4.2 Coastruction of temporary berms, dikes, and diversion ditches
to prevent runoff of contaminated rainwater to the Ohio River and prevent
clean runoff from entering contaminated portions of the site. Runoff, as
defined in this specification, is that portion of the precipitation on a
drainage area resulting from the rainfall smaller than the 10-year, 24-hour
rainfall event which is discharged from that area via surface drainage.

2.4.4.3 Use of extreme caution to limit disturbances of natural areas
to the absolute minimum required.

2.4.4.4 Sequencing of clearing and grubbing and excavation to maintain
natural traps for eroded material and any other measures effective in
minimizing erosion and limiting sediment discharge.

2.4.4.5 Excavation from any source shall be stockpiled in the
designated areas as directed by the Owner.

2.4.4.6 Providing of bales of straw (or hay) to trap sediment where
required. Silt fences constructed of Mirafi 140 filter fabric or equal
with supporting fence poles shall be provided across the drainage ditches
at an interval of every 500 feet.

2.4.5 Drainage ditches shall be lined as directed by *the Owner, with
impermeable liner containing no fillers, extenders or any detrimental
additives. The panel size of the liners shall be so designed to minimize
field cutting and number of seams in the installation.

2.4.5.1 The physical properties of the liner shall conform to ASTM
standards. The Contractor shall be responsible for inspection of the sheet
rolls at arrival at the job site. Any faulty areas shall be repaired in a
manner approved by the Owner.

2.4.5.2 Liner sheet field joints shall be made by overlapping adjacent
sheet as recommended by the liner manufacturer.

2.4.6 Maintenance

2.4,6.1 The Contractor shall maintain all areas to the acceptance of

the Engineer. All areas shall be protected from equipment traffic and any
damaged areas shall be repaired promptly.
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2.4.6.2 The Contractor shall repair, replace and clean out all erosiomn
and sediment control traps, ditches and facilities promptly. All erosion
and sediment control silt fences, shall be cleaned whenever the sediment
depth reaches approximately six inches. The sediment removed shall be
placed in the contaminated soil spoil areas as directed by the Owmer.

2.4.6.3 The Contractor shall be fully responsible for repair and
maintenance of the integrity of the synthetic liners whenever they are
utilized during the 1life of this project.

2.4.7 Phaseout

Erosion and sediment control measures and structures, shall be phased-out
upon completion of the construction work and the stabilization of the
drainage areas. Any standing water, siltation, silt fences, and liners
shall be removed from drainage ditches prior to regrading.

2.5 ENGINEER'S CONTROL

a) The Engineer shall observe the erosion and sediment control
activities and record the observations of such activities
in field log books. Any deviations from the specifications
will be reported to the Contractor and Owner for repair.



TECHNICAL SPECIFICATION

3.0 Excavation, Backfill, Filling and Grading
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3.0 SCOPE
3.1 General
3.1.1 This specification covers the technical and other requirements

for excavation, backfill, filling and grading.

3.1.2 It is not the intent of this specification to outline all the
technical requirements nor to set forth those requirements adequately
covered by applicable codes, specifications and standards. Contractor
shall perform high quality construction work meeting the requirements of
this specification and industry standards.

3.1.3 The term "Engineer” shall mean Ebasco Services Incorporated and
the term "Contractor” shall mean the organization contracted by the
Environmental Protection Agency to perform site work. The term "Owner”
shall mean the Environmental Protection Agency.

3.1.4 Contractor shall make every effort to minimize erosion from
excavation, backfill, filling and grading.

3.1.5 Contractor shall use extreme caution to limit disturbances of
natural areas to the absolute minimum required.

3.1.6 Contractor shall sequence his work of excavation, backfill,
filling and grading to maintain natural traps for eroded material and any
other measures effective in minimizing erosion and limiting sediment
discharge.

3.1.7 Contractor shall maintain all areas for the acceptance by the
Engineer. All areas shall be protected from equipment traffic and any
damaged areas shall be repaired promptly.

3.1.8 In the event that charged overhead electrical transmission
lines which may constitute a hazard are in the working areas, Contractor
shall take due precautions in conducting operations in these areas and
shall advise Owner of Contractor's schedule and any special requirements at
least ten (10) days in advance of the work. The location of any
underground utilities in the work area will be indicated on design drawings
as representing best information available.
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3.2 Work to be Provided by Contractor

3.2.1 Contractor's work shall include, but not necessarily be limited
to, providing all items of labor, material and equipment necessary to
perform the work of excavation, backfill, filling and grading.

3.2.1.1 Storage or disposal of all earth, sand, gravel, rock, boulders,
debris and/or other materials in the spoil area or at such other locations
shall be as directed by Owner. No materials from the designated
contamination zone (site boundaries) shall be moved outside that zoune.

3.2.1.2 Supplying, installing, maintaining and removing any wooden or
metal sheeting, bracing and/or shoring required for the safe and acceptable
performance of the work.

3.2.1.3 Maintenance of all excavations during construction, including
erection and maintenance of substantial barricades around excavations where
required for safety.

3.2.1.4 Care, diversion and removal of all surface water, rainwater or
groundwater seeping or flowing into the excavations by means of ditching,
danning, pumping or other suitable means deemed acceptable to the Engineer.

3.2.1.5 Backfilling of all unauthorized overexcavationms.

3.2.1.6 Contractor's work shall include furnishing and installing
filter bedding sand, manufactured sand, geotextile filter fabric, crushed
stone aggregate, rip-rap and all related items as shown on the design
drawings and specified herein.

3.2.2 Contractor shall divert, collect and store all surface water,
rainwater or ground water seeping or flowing away from the site by means of
ditching, damming, pumping or other suitable means. All collected water
shall be drained or disposed of as directed by the Owner (for reference see
Paragraph 1.2.5).

3.2.3 No major dewatering work is anticipated for the project, since
all the excavation will be performed above the ground water table. The
only minor dewatering to be performed for the project will consist of the
diversion of surface runoff.
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3.2.4 Contractor shall provide all necessary equipment such as pumps,
sumps, suction and discharge lines, and other dewatering system equipment
and labor necessary to keep the construction areas in the dry.

3.2.5 Contractor shall provide treatment of water emanating from or
flowing through, or over cleared, grubbed and excavated areas, or
storage/disposal sites, when such water is contaminated or otherwise deemed
unsuitable for discharging in accordance with local, state or federal
regulations, or as designated by Owner. Owner shall be responsible for
testing of such water for characterization. The Contractor shall be
responsible for conveying the accumulated water from any depression, and/or
excavation areas to the erosion control ditches after treatment.

3.2.6 Contractor shall provide erosion and sediment control
structures for the various slopes as designated by the Owner. Contractor
shall employ ditches, dikes, hay bales, silt screens, or any other means,
acceptable to Engineer, to minimize sediment yield to the Ohio River,
natural streams and channels outside of areas being worked. (See 2.0
"Erosion and Sediment Control"” Specification Section 2.4.1 and 2.4.2.)

3.3 Work to be Provided by Owner

3.3.1 Owner's work will include the providing of design drawings, 1if
design is by Engineer, indicating the limits of excavatiom, backfill,
filling and grading, and the installation of base lines and bench marks.
Owner will also perform field control tests to verify density, moisture
content and gradation of fill material, as required.

3.4 CODES, SPECIFICATIONS AND STANDARDS

3.4.1 General

Material and services furnished in accordance with this specification shall
comply with the codes, specifications and standards. Later editions may be
used by mutual consent in writing between Contractor and Owner.

3.4.2 Any conflict between this specification and the referenced
codes, specifications and standards shall be immediately brought to
Engineer's attention for written resolutionm.
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3.5 Listing
EPA ~ Environmental Protection Agency
EPA - 430/9-73-007 - Processes, Procedures and Methods to
Control Pollution Resulting From All Construction Activity
ASTM - American Soclety for Testing and Materials

D1140-71 Standard Test Method for the Amount of Material in
Soils Finer than the No. 200 (.074-mm) Sieve

OSHA = Occupational Safety and Health Administration

Regulation 29 CFR Part 1926 - Occupational Safety and Health
Regulations for Construction (October 1, 1979)

3.6 TECHNICAL REQUIREMENTS

Excavation

Excavation shall consist of the removal, storage and/or disposal of all
materials required to be removed, such as topsolil, vegetation, tree stumps,
clay, sand, gravel, rock fragments, boulders, soft and disintegrated rock,
trash, or any other unsuitable material that can be effectively removed.

3.6.1 Excavation shall be performed to the lines, grades and slopes
shown on design drawings and as required to permit placement of filter
sand, geotextiles, crushed stone and rip-rap. The steepest slope shall be
3.5 horizontal to 1 vertical.

3.6.2 Slopes of all excavations shall be cut true and straight, and
all loose trash, stomes, boulders, roots, stumps and unstable ground in the
slopes shall be removed.

3.6.3 Variations of depth, width and length of excavatiom, or
increase and decrease of excavation slopes from those shown on design
drawings shall be accepted by Engineer in writing.

3.6.4 All erosion and sediment control facilities for the various
excavation and spoil areas shown on design drawings shall be coordinated
with and constructed prior to starting other work.
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3.6.5 During the course of any excavation work, located in areas
beyond the clearing and grubbing lines as designated by the Engineer,
extreme care shall be exercised to preserve and avoid damage to trees,
shrubs and all other vegetation that will not directly hamper work progress.

3.7 Overexcavation

Whenever material is excavated beyond the area designated by the Engineer,
Engineer will direct that such overexcavation be backfilled with random
fill material from the site, or purchased material. Sources shall be
subject to Engineer's acceptance.

3.8 Digposition of Excavated Material

Immediately after grubbing and before general excavation commences, topsoil
shall be completely stripped in areas to be excavated. If excavation 1is
not required on the river bank slopes, the topsoil may be left in place.
Topsoll is defined as the surface or top layer of soil including fine
roots, herbaceous vegetation and overlaying grass, and is characterized by
the presence of organic matter.

3.8.1 Topsoil shall be stockpiled at locations designated by the
Owner, shaped to a smooth outline, and compacted by two (2) or three (3)
passes of the hauling and spreading equipment.

3.8.2 Material shall be classified and segregated during the
excavation and shall be placed directly in final locations or in temporary
stockpiles and later placed in the designated final locations in accordance
with design drawings or as designated by Owner.

Insofar as it is practicable, all suitable materials resulting from
excavations shall be used for shaping, grading and construction. Where
practicable, materials suitable for use for construction shall be excavated
separately from materials to be spoiled.

3.8.3 Excavated materials which are unsuitable for use in accordance
with this specification and design drawings or which are spoil or excess
material not required for construction shall be disposed of as designated
by Owner. No material from the designated contamination zone (site
boundaries) shall be moved outside the contamination zone. Spoill areas
shall be brought to smooth lines and shaped to ensure drainage.

All waste material shall be disposed of in a manner which will avoid the
necessity for rehandling or interference with other work. It shall be
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spread and graded in uniform layers and compacted by & minimum of four (4)

passes by self propelled wedgefoot rollers or other equipment acceptable to
Engineer. '

3.9 Backfill

Every effort shall be made to place backfill material symmetrically and in
uniform layers. Where a large number of lifts are required to complete a
backfill operation and the elapsed time between placements is large, the
surface of each lift should be sloped to facilitate drainage.

3.9.1 All necessary processing, including raking, crushing, removal
of oversize material, mixing, and watering or aerating shall be performed
in the stockpile area.

3.10 Materials For Erosion Protection

Materials for erosion protection used at any location shall be those shown
on design drawings, and shall conform to the following requirements:

3.10.1 Filter Bedding Sand

The sand shall be free of organic matter, rubbish, debris, or other
unsuitable materials, and shall have no more than 5 percent of the material
passing the No. 200 sieve in accordance with ASTM D1140. In addition, no
more than 35 percent by weight larger than No. 4 sieve shall be retained.
The maximum allowable size of material shall be 3/8 inches, and the
following additional requirements shall be adhered to:

Size Percent Passing

1/2 inch -

3/8 inch 100

No. 4 ‘ 98-100

No. 8 95-100 R2
No. 16 93-98

No. 30 85-95

No. 50 40-85

No. 100 15-25

No. 200 10-20
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3.10.2 Manufactured Sand

The manufactured sand shall be free of organic matter, rubbish, debris or
other unsuitable materials, and shall have no more than 5 percent of the
material passing the No. 200 sieve in accordance with ASTM D1140. The
maximum allowable size of material shall be 3/8 inches, and the following
gradation requirement shall be adhered to:

Size Percent Passigg
3/4 inch 94-99

3/8 inch 87-92

No. 4 37-42

No. 20 12-17

No. 40 5-10

No. 100 3-8

No. 200 0-5

3.10.3 Geotextile

The filter fabric shall be a synthetic non-woven geotextile similar to
Mirafi #140 or approved alternate. The material shall be a 100% polyester
filament fabric, mechanically bonded, weighing approximately 5.0 oz/sq yd.
The material shall have sufficient tensile strength, provide permeability,
soll retention and separation, conformability, lateral restraint,
maintaining drainage and waterflow, resist soil chemicals and ultraviolet
light exposure.

3.10.4 No. 3 Stone shall be obtained from hard, durable and clean
rock, and shall have no more than 15 percent of material smaller than
one-half (1/2) inches. The maximum allowable size of material shall be two
(2) inches, and shall meet the following gradation requirement:

Size Percent Passing
2-1/2 inch -

2 inch 95~-100
1-1/2 inch 35~70

1 inch 0-15

1/2 inch 0-10
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3.10.5 Rip-rap shall be obtained from hard, durable and clean rock and
shall consist of quarry run stone. The size of rip-rap shall be uniformly
graded from a maximum size of eight (8) inches to a minimum size of four
(4) inches and the fifty (50) percent size of five (5) to five and one-half
(5-1/2) inches.

3.10.6 Random Fill material shall be uncontaminated material free of
stumps, roots, brush, rubbish, organic topsoil and other objectionable
material. While no specific requirements covering type, gradatiom,
moisture content or size limitation for this material are presented herein,
sources shall be subject to Engineer's acceptance.

3.10.7 Spoil Fill material shall consist primarily of material secured
by stripping the topsoil and vegetative material from excavated areas on
the plant site. (See 1.0 "Clearing and Grubbing” Specification.)

3.11 Certificate of Compliance

Contractor shall furnish a Certificate of Compliance stating that all work
and materials furnished comply with this specification and any accepted
deviations that may arise and is agreed upon during construction.

3.12 INSTALLATION

Contractor's construction services shall be in accordance with the
applicable provisions of OSHA Regulation 29 CFR Part 1926.

3.12.1 General

When the weather is such as to endanger the quality of the fill material
being placed, be this due to rain or any other weather element, the
Placement of material shall be halted until weather conditions are
satisfactory. Under no conditions shall fill be placed during heavy raiaus.

No materials shall be placed while frozen nor shall any material be placed
on frozen surfaces.

The area to be filled shall be prepared by proof rolling with a minimum of
four passes of a self propelled wedge foot roller having a minimum static
weight of 20 tons.

The random fill material shall be spread and leveled in layers not
exceeding 12 inches in thickness before compaction.
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The Contractor shall uniformly grade the areas within the limits shown on
the design drawings, including adjacent transition areas, and smooth the

finished surfaces.

3.12.2 Filter Beddigg Sand

The area to be backfilled or filled shall be prepared by grading and
shaping and by compacting the material in place on slopes and other
placement areas with equipment track walking a minimum of four (4) passes,
or a self propelled wedge foot roller having a minimum static weight of 20
tons, or until accepted by Engineer.

Tt- filter bedding sand material shall be placed in two (2) equal lifts.
The first 1ift shall be spread and graded before compaction and shall be
compacted with a minimum of four (4) passes of a self propelled wedge foot
roller having a minimum static weight of 20 tons or until accepted by
Engineer. The second layer shall be spread and graded and compacted by a
minimum of four (4) passes of equipment (bulldozer) track walking or until
accepted by Engineer.

3.12.3 Manufactured Sand

Placement and compaction of manufactured sand fill shall be prepared by
grading and shaping and by compacting the material in place on slopes and
other placement areas with equipment track walking a minimum of four (4)
passes.

3.12.4 No. 3 Stone

After placement of the filter fabric the aggregate shall be deposited as
uniformly as possible.

The aggregate shall be placed directly on the filter fabric and graded as
required.

Installation and compaction of crushed stone fill may be performed by the
passage of dozers or by surface vibrators, smooth rollers, power tampers or
other equipment acceptable to Engineer.

Where compaction of crushed stone backfill is performed by portable
equipment, the material shall be deposited in horizontal layers and
compacted to a stable condition.

3.12.5 Rip-rap

Rock for rip-rap shall be placed on a No. 3 stone filter blanket in a
manner to produce a reasonably well-graded mass of rock with the minimum
practicable percentage of voids and without pockets of small rock and
clusters of large rock.

9
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When rip-rap is provided in a single operation it shall be placed to the
full slope thickness indicated on design drawings in one operation and in a
manner to avoid displacing the underlying materials.

3.12.6 Geotextile

Prior to the placing of the filter fabric the manufactured sand shall be
cleared of any protruding objects, boulders, large rocks and debris and
shall be shaped and compacted.

Geotextile shall be placed in strict accordance with manufacturer's
instructions on prepared stable and graded slopes or surfaces.

The fabric shall be anchored and staked with securing pins. Joints shall
be overlapped a minimum of 18 inches and secured in accordance with the
instructions.

3.12.7 Random Fill

Random £111 shall be placed carefully so as not to disturb previously
placed backfill of any type.

All material shall be deposited and graded so that gravel, cobbles and
boulders will be well distributed and not concentrated in pockets or in any
one layer.

Where random fill is to be placed over ground a series of open furrows
shall be formed not less than eight (8) inches deep below the ground at

intervals of not more than three (3) feet. Sloping ground shall be
furrowed or stepped.

3.12.8 Spoil Fill

Spoil £ill shall be compacted by two (2) or three (3) passes of the hauling
equipment and shall be leveled to grade by scraping. Provisions shall be
made for drainage.

3.12.9 Phaseout

Erosion and sediment control measures and structures, shall be phased-out
upon completion of the comstruction in accordance with the Technical
Specification 2.0 "Erosion and Sediment Control.”

3.13 ENGINEER'S OBSERVATIONS

The Engineer shall observe the excavation, backfill, filling and grading
operations and record the observations of such activities in field log
books for the purpose of developing the Operations and Maintenance Plan.
Any deviations from the specifications will be reported to the Contractor
and the Owner for repair.
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